
Optimized Size
No Wider than the Socket.

LED Circuit
LED Status Lamp Verifies that Power is
Being Supplied to the Coil. Ideal for
Both AC and DC Applications,
Polarity Sensitive for DC Application.

Modules
Plugging a module into a socket, connects
the circuit in parallel with the relay coil.
No additional wiring is required. No additional
tools are required. The modules fit within the
maximum dimensions of both the relay and socket.

Metal Oxide Varistor Circuit
Protects by Shunting Potentially 
Damaging Electrical Spikes Away 
from the Relay Coil. Ideal for AC 
and DC Applications.

Diode Circuit
Protects External Drive Circuitry 
from Inductive Voltages Generated 
when Removing Coil Voltage. 
Polarity Sensitive.

RC Circuit
Snubs Back EMF of Relay Coil.

The Complete 
System

Solution!

Advantages of the 70-SM Module System

Magnecraft plug in modules are 
available in many variations allowing 
coverage for most applications on 
the market.  The Metal Oxide Varis-
tor (MOV) circuit protects by shunt-
ing potentially damaging electrical 
spikes away from the relay coil.  The 
Resistor Capacitor (R/C) circuit snubs 
back Electro Motive Force (EMF) of 
relay coil.  The Diode circuit protects 
external drive circuitry from inductive 
voltages generated when removing 
coil voltage.  Finally, the Light Emitting 
Diode (LED) circuit is to quickly inform 
the user when power is present at the 
coil.  All of the plug in modules con-
nect their respective circuits in parallel 
with the relay coil.  No additional 
wiring is required, and the modules fit 
within maximum dimensions of relay 
and socket.
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Optimized Size
No Wider than the Socket.

LED Circuit
LED Status Lamp Verifies that Power is
Being Supplied to the Coil. Ideal for
Both AC and DC Applications,
Polarity Sensitive for DC Application.

Modules
Plugging a module into a socket, connects
the circuit in parallel with the relay coil.
No additional wiring is required. No additional
tools are required. The modules fit within the
maximum dimensions of both the relay and socket.

Metal Oxide Varistor Circuit
Protects by Shunting Potentially 
Damaging Electrical Spikes Away 
from the Relay Coil. Ideal for AC 
and DC Applications.

Diode Circuit
Protects External Drive Circuitry 
from Inductive Voltages Generated 
when Removing Coil Voltage. 
Polarity Sensitive.

RC Circuit
Snubs Back EMF of Relay Coil.
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PART NUMBER

CIRCUIT
DIAGRAM

A1A2
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CIRCUIT
DIAGRAM

LED

CIRCUIT 4

CIRCUIT 5 CIRCUIT 6 CIRCUIT 7

CIRCUIT 1

PACKAGES A & B  WIRING DIAGRAMS

CIRCUIT 2 CIRCUIT 3

PART NO.
MARKED ON
TWO LINES
1st LINE TO
BE "70-BSM"

(34.7)
1.37 .384

(9.82)

DATE CODE
AND COUNTRY 
OF ORIGIN

DATE CODE
AND COUNTRY 
OF ORIGIN

(12.4)
.490

1.05
MAX.

(8.63)
.34

A2 A1

A2 A1 A2
+

A1
+

A2 A1
+

M.O.V.
A2 A1 A2
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+

A1
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A2 A2
+

A1 A1
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PACKAGE - A

The Complete System
Solution!

UL Recognized
File No. E234203

A1A2

1.6 MAX
(40.64)

LED

PACKAGES A & B  WIRING DIAGRAMS

(34.7)
1.37 0.384

(9.82)

1.05 MAX
(26.67)

(12.4)
0.49

(8.63)
0.34

A2 A1

CIRCUIT 5 CIRCUIT 6 CIRCUIT 7

A2 A1
+

A2 A1
+

A2 A1
+

CIRCUIT 4CIRCUIT 1 CIRCUIT 2 CIRCUIT 3

M.O.V.

A2 A1 A2

DIODE +
A1

L.E.D.

A2
+

A1 A2 A1

LED

R/C

WIRING DIAGRAMS

70-ASMD-250
A

Protection Diode
6 - 250 VDC

70-ASMLG-24
A

LED, Green
24 VAC/VDC

70-ASMLG-120/240
A

LED, Green
120/240 VAC/VDC

70-SM (A) Socket Modules

Characteristics
Package Style 
Function
Input Voltage

70-783D11-1 (Sec. 2, p.10-11)
70-784D14-1 (Sec. 2, p.12-13)
70-750DL8-1 (Sec. 2, p.30-31)
70-750DL11-1 (Sec. 2, p.30-31)
70-750EL8-1 (Sec. 2, p.26-27)
70-750EL11-1 (Sec. 2, p.26-27)
70-750E8-1 (Sec. 2, p.28-29)
70-750E11-1 (Sec. 2, p.28-29)
70-788EL11-1 (Sec. 2, p.24-25)

Mating Sockets
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Part Number Builder

www.magnecraft.com    847-441-2540

70-ASMR-240
A

R/C Suppressor
110/240 VAC/VDC

70-
Series

Module Family

A
Package Style

A 

SM
Socket Module

M
Function

M=M.O.V. (Metal Oxide Varistor)
R= Resistor/Capacitor

D= Diode
LG= LED, Green

-24
Input Voltage

24
120
240
250

Modules
Plugging a module into a socket, connects
the circuit in parallel with the relay and 
coil. No additional wiring is required. No 
additional tools are required. The modules 
fit within the maximum dimensions of both 
the relay and socket.

LED Circuit
LED Status Lamp Verifies that Power is
Being Supplied to the Coil. Ideal for
Both AC and DC Applications,
Polarity Sensitive for DC Application.

Optimized Size
No Wider than the Socket.

Metal Oxide Varistor Circuit
Protects by Shunting Potentially 
Damaging Electrical Spikes Away 
from the Relay Coil. Ideal for AC 
and DC Applications.

RC Circuit
Snubs Back EMF of Relay Coil.

Diode Circuit
Protects External Drive 
Circuitry from Inductive 
Voltages Generated when 
Removing Coil Voltage.
Ideal for DC Applications.
Polarity Sensitive.

BOLD-FACED PART NUMBERS ARE NORMALLY STOCKED
70-ASMM-24

A
MOV Suppressor

24 VAC/VDC

70-ASMM-120
A

MOV Suppressor
120/240 VAC/VDC

70-ASMR-24
A

R/C Suppressor
6 - 24 VAC/VDC

70-783D11-1 (Sec. 2, p.10-11)
70-784D14-1 (Sec. 2, p.12-13)
70-750DL8-1 (Sec. 2, p.30-31)

70-750DL11-1 (Sec. 2, p.30-31)
70-750EL8-1 (Sec. 2, p.26-27)

70-750EL11-1 (Sec. 2, p.26-27)
70-750E8-1 (Sec. 2, p.28-29)

70-750E11-1 (Sec. 2, p.28-29)
70-788EL11-1 (Sec. 2, p.24-25)
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PART NUMBER

CIRCUIT
DIAGRAM

A1A2

MAX.
1.60
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CIRCUIT
DIAGRAM

LED

CIRCUIT 4

CIRCUIT 5 CIRCUIT 6 CIRCUIT 7

CIRCUIT 1

PACKAGES A & B  WIRING DIAGRAMS

CIRCUIT 2 CIRCUIT 3

PART NO.
MARKED ON
TWO LINES
1st LINE TO
BE "70-BSM"

(34.7)
1.37 .384

(9.82)

DATE CODE
AND COUNTRY 
OF ORIGIN

DATE CODE
AND COUNTRY 
OF ORIGIN

(12.4)
.490

1.05
MAX.

(8.63)
.34

A2 A1

A2 A1 A2
+

A1
+

A2 A1
+

M.O.V.
A2 A1 A2

DIODE
+

A1

L.E.D.

A2 A2
+

A1 A1
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PACKAGE - B

The Complete 
System
Solution!

UL Recognized
File No. E234203

A1A2

1.6 MAX
(40.64)

LED

PACKAGES A & B  WIRING DIAGRAMS

(34.7)
1.37 0.384

(9.82)

1.05 MAX
(26.67)

(12.4)
0.49

(8.63)
0.34

A2 A1

CIRCUIT 5 CIRCUIT 6 CIRCUIT 7

A2 A1
+

A2 A1
+

A2 A1
+

CIRCUIT 4CIRCUIT 1 CIRCUIT 2 CIRCUIT 3

M.O.V.

A2 A1 A2

DIODE +
A1

L.E.D.

A2
+

A1 A2 A1

LED

R/C

WIRING DIAGRAMS

70-SM (B) Socket Modules

Characteristics
Package Style 
Function
Input Voltage

70-BSMD-250
B

Protection Diode
6 - 250 VDC

70-BSMLG-24
B

LED Indicator
24 VAC/VDC

70-781D5-1A (Sec. 2, p.6-7)
70-782D8-1 (Sec. 2, p.8-9)

70-782D14-1 (Sec. 2, p.22-23)
70-782E14-1 (Sec. 2, p.20-21)
70-782EL8-1 (Sec. 2, p.14-15)

70-782EL11-1 (Sec. 2, p.16-17)
70-782EL14-1 (Sec. 2, p.18-19)

Mating Sockets
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Part Number Builder

www.magnecraft.com    847-441-2540

70-BSMM-24
B

MOV Suppressor
24 VAC/VDC

70-BSMM-120/240
B

MOV Suppressor
120/240 VAC/VDC

70-BSMLG-120/240
B

LED Indicator
120/240 VAC/VDC

70-
Series

Module Family

B
Package Style

B

SM
Socket Module

M
Function

M=M.O.V. (Metal Oxide Varistor)
R= Resistor/Capacitor

D= Diode
LG= LED, Green

-24
Input Voltage

24
120
240
250

Modules
Plugging a module into a socket, connects
the circuit in parallel with the relay and coil.
No additional wiring is required. No additional
tools are required. The modules fit within the
maximum dimensions of both the relay and socket.

LED Circuit
LED Status Lamp Verifies that Power is
Being Supplied to the Coil. Ideal for
Both AC and DC Applications,
Polarity Sensitive for DC Application.

Optimized Size
No Wider than the Socket.

Metal Oxide Varistor Circuit
Protects by Shunting Potentially 
Damaging Electrical Spikes Away 
from the Relay Coil. Ideal for AC 
and DC Applications.

RC Circuit
Snubs Back EMF of Relay Coil.

Diode Circuit
Protects External Drive 
Circuitry from Inductive 
Voltages Generated when 
Removing Coil Voltage.
Ideal for DC Applications.
Polarity Sensitive.

BOLD-FACED PART NUMBERS ARE NORMALLY STOCKED

70-781D5-1A (Sec. 2, p.6-7)
70-782D8-1 (Sec. 2, p.8-9)

70-782D14-1 (Sec. 2, p.22-23)
70-782E14-1 (Sec. 2, p.20-21)
70-782EL8-1 (Sec. 2, p.14-15)
70-782EL11-1 (Sec. 2, p.16-17)
70-782EL14-1 (Sec. 2, p.18-19)
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Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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