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Part Number: 0956224882
Status: i EU RoHS China RoHS
: Active . ELV and RoHS
Overview: modular_plugs_jacks Compliant
Description: Modular Jack, Right Angle, Fully Shielded, SMT, 8/8, Additional Panel Grounding REACH SVHC
Contains SVHC: No e
Documents: Halogen-Free
3D Model Product Specification PS-95622-001 (PDF) Status
Drawing (PDF RoHS Certificate of Compliance (PDF) Halogen-Free

Application Specification (PDF)

Agency Certification

Material - Resin
Orientation

Temperature Range - Operating
Termination Interface: Style
Waterproof / Dustproof
Wire/Cable Type

High Temperature Thermoplastic
Right Angle (Side Entry)

PCB Locator Yes

PCB Retention Yes

PCB Thickness Recommended (in) 0.062 In
PCB Thickness Recommended (mm) 1.57 mm
Packaging Type Embossed Tape on Reel
Pitch - Mating Interface (in) 0.040 In
Pitch - Mating Interface (mm) 1.02 mm
Pitch - Term. Interface (in) 0.050 In
Pitch - Term. Interface (mm) 1.27 mm
Plating min: Mating (pin) 120.00, 50.8
Plating min: Mating (um) 1.27, 3.000
Plating min: Termination (uin) 120.00, 76
Plating min: Termination (um) 1.9, 3.00
Ports 1

Positions / Loaded Contacts 8/8

Surface Mount Compatible (SMC) Yes

-40°C to +80°C
Surface Mount
No

N/A

Need more information on product
environmental compliance?

Email productcompliance @molex.com

uL E107635 For a multiple part number RoHS Certificate of
General Compliance, click here

Product Family Modular Jacks/Plugs Please visit the Contact Us section for any
Series 95622 non-product compliance questions.
Component Type PCB Jack

Magnetic No

Overview modular_plugs_jacks

Performance Category 3 . . .
Power over Ethernet (PoE) N/A gseg;g;ierés in this Series
Product Name RJ45 ==

Physical Mates With

Boot Color N/A FCC 68 Plugs

Color - Resin Black

Durability (mating cycles max) 500

Flammability 94V-0

Inverted / Top Latch No

Keying to Mating Part None

Lightpipes/LEDs None

Material - Metal Brass, Phosphor Bronze

Material - Plating Mating Gold

Material - Plating Termination Tin


http://www.molex.com/molex/products/datasheet.jsp?part=active/0956224882_MODULAR_JACKS_PLUG.xml&channel=Products&Lang=en-US
http://www.molex.com/molex/index.jsp
http://www.molex.com/molex/part/partModels.jsp?&prodLevel=part&series=&partNo=956224882&channel=Products
http://www.molex.com/pdm_docs/ps/PS-95622-001.pdf
http://www.molex.com/pdm_docs/sd/956224882_sd.pdf
http://www.molex.com/datasheets/rohspdf/0956224882_rohs.pdf
http://www.molex.com/pdm_docs/as/AS-85513-001_1_C[1].pdf
http://www.molex.com/molex/products/listview.jsp?query=95622&sType=s
http://www.molex.com/molex/index.jsp
http://www.molex.com/molex/common/staticLoader.jsp?fileName=/cmc_upload/0/000/-12/201/EU_RoHS.html#eurohs
http://www.molex.com/molex/common/staticLoader.jsp?fileName=/cmc_upload/0/000/-12/201/china_RoHS.html#china
http://www.molex.com/molex/common/staticLoader.jsp?fileName=/webcontent/contact/reach.html
http://www.molex.com/molex/common/staticLoader.jsp?fileName=/webcontent/contact/halogen_free.html
http://www.molex.com/molex/common/staticLoader.jsp?fileName=/webcontent/contact/halogen_free.html
mailto:productcompliance@molex.com
http://www.molex.com/molex/electrical_model/rohsCoC.jsp
http://www.molex.com/molex/contact/mxcontact.jsp?channel=Contact Us&channelId=-7
http://www.molex.com/molex/products/listview.jsp?query=95622&sType=s

Electrical

Current - Maximum per Contact
Grounding to PCB

Grounding to Panel

Shielded

Voltage - Maximum

Solder Process Data

Duration at Max. Process Temperature (seconds)
Lead-free Process Capability

Max. Cycles at Max. Process Temperature
Process Temperature max. C

Material Info

Reference - Drawing Numbers
Product Specification

Sales Drawing

Test Summary

1.5A

Yes

Yes

Yes

125V AC (RMS)

45

Reflow Capable (SMT only)
3

260

PS-95622-001
SD-95622-005
STR-1162
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‘\ Y MOSCHIP RU g)?ﬂ%?aﬂ:wx KOMMOHEHTOB +7495668 12 70

© BMECTE Mbl CO3LLAEM BYOYLLEE B8 info@moschip.ru

O6LLecTBO C orpaHMYeHHON oTBETCTBEHHOCTBIO «MocHuny WMHH 7719860671 / KIMNM 771901001
Appec: 105318, r.Mockea, yn.LLlepbakoBckas 4.3, odmc 1107

[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinickon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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