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Kit includes:
• Model MO260 Combination Pin/Pinless Moisture Meter

- Monitor moisture in wood and other building material with
virtually no surface damage 

- %WME (wood moisture equivalent) pin moisture reading (6.0 to 94.8%)

- Relative pinless moisture reading for non-invasive measurement (0 to 99.9)

- Measurement depth to 0.75" (22mm) below the surface

- Digital LCD readout with backilighting feature and tri-color LED bargraph

• Model RH490 Precision Hygro-Thermometer 

- Measures Temperature, Humidity, Dew Point, Wet Bulb, 
and Mixing Ratio in GPP (grains per pound/grains per kilogram)

- Less than 30 second RH response time with 2%RH accuracy

- Dual backlit display

• Kit is supplied in a hard carrying case that provides protection and
organization for the meters and accessories whenever they are needed

A complete solution for the Restoration Contractor
Uses a combination pin/pinless meter to quickly identify the moisture content in wood and building

material. Thermal Hygrometer provides fast, accurate readings of ambient room conditions and GPP
calculations

Restoration Kit

Measures relative moisture of various building
materials including wood, particle board, carpeting,
and ceiling/bathroom tiles using non-invasive
Pinless Technology

Measures % of Moisture in sheet rock and other
building materials using direct pin method. Protective
cap snaps onto the side of the housing during use.

Precision Hygro-Thermometer with 2%RH
accuracy and fast 30sec RH response time.
Measures Humidity, Temperature, Dew Point,
Wet Bulb, GPP and g/kg

Specifications for RH490
Humidity 0 to 100%RH
Temperature (Internal) -22 to 199°F (-30 to 100°C)
Basic Accuracy ±2%RH, ±1.8°F/1°C
Max. Resolution 0.1%RH, 0.1°F/°C
Dewpoint -22 to 199°F (-30 to 100°C)
Wet Bulb 32 to 176 °F (0 to 80°C)
Absolute Humidity 0 to 1120GPP (0 to 160g/kg)
Dimensions/Weight 7.8x1.7x1.3" (200x45x33mm)/7oz (200g)



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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