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PART NUMBERPLATINGHEADER COLOR

776200-1TINBLACK

776200-2TINNATURAL

776200-4TINGRAY

776200-5TINBLUE

1-776200-1DURAGOLDBLACK

1-776200-2DURAGOLDNATURAL

1-776200-4DURAGOLDGRAY

1-776200-5DURAGOLDBLUE

776200-1 & 1-776200-1 SHOWN

 ACCEPTS #3 SELF TAPPING THREAD CUTTING SCREWS OR
    METRIC EQUIVALENT. DRIVE TO 0.6-0.8 N-m

 DATE CODE IN THIS LOCATION USING 5 DIGIT CODE
    FIRST 2 DIGITS = YEAR, SECOND 2 DIGITS = WEEK
    LAST DIGIT = DAY.

 MATERIALS: HEADER HOUSING - GLASS FILLED PBT
              PINS - TIN OR GOLD PLATED BRASS

 HOUSING COLORS ARE MECHANICALLY KEYED TO MATE ONLY
    WITH IDENTICALLY COLORED PLUG ASSEMBLIES.

 5. HEADER MATES TO PLUG ASSEMBLY 770680 WHICH USES REELED
    TERMINAL 770520 OR LOOSE PIECE TERMINAL 770854
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RECOMMENDED P.C. BOARD LAYOUT
FOR 1.57 THICK P.C. BOARD

23X �n�1.75�#�0.1
AFTER PLATING

RECOMMENDED MOUNTING HOLE LAYOUT
FOR 5.0 MAX THICK PANEL

SECTION  A-A
OPTIONAL CONSTRUCTION IF PANEL
THICKNESS IS GREATER THAN 2.0

SCALE  4:1

SEALING SURFACE

4.7 Ra MAX 0.4

SECTION  A-A
OPTIONAL CONSTRUCTION IF PANEL
THICKNESS IS GREATER THAN 2.0

SCALE  4:1

SEALING SURFACE

4.7 Ra MAX 0.4

776200-5 & 1-776200-5
KEY LOCATION
SCALE 2:1

776200-4 & 1-776200-4
KEY LOCATION
SCALE 2:1

776200-2 & 1-776200-2
KEY LOCATION
SCALE 2:1

KEYING FOR 776200-2 AND 776200-4
SCALE 2:1

KEYING FEATURE

KEYING FOR 776200-1 AND 776200-5
SCALE 2:1

KEYING FEATURE

AMPSEAL HEADER

MOUNTING PANEL
OR MODULE

MOUNTING SCREW (4)
TORQUE TO 0.6N-m TO 0.8N-mSCALE  2:1

ENSURE THE HEADER IS FLUSH
TO THE PANEL FACE ALL AROUND
BEFORE TIGHTENING TO FINAL TORQUE



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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