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8.3ms single half sine-wave

 

6.8V to 550 Volts

1500Watts Peak Power Dissipation

 

use C or CA Suffix for types 1.5KE6.8 thru types 
 1.5KE550 (e.g. 1.5KE6.8C ,1.5KE550CA)

10 Volts and under, 
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Excellent  Clamping Capability
 
 
 

 
 
 

 
 
 
 

 

 
 
 

 
 
 

 
 
 
 

 

 
 

 

  
  

 
 
 

 
 
 

 
 
 
 

 
 

 
 
 

 
 
 

 
 
 
 

 

Unidirectional - Type Number and Cathode Band
Bidirectional - Type Number Only

Marking:

www.mccsemi.com
1 of 4

•     Case Material: Molded Plastic.  UL Flammability
Classification Rating 94V-0 and MSL Rating 1

•     Lead Free Finish/RoHS Compliant(Note 1) ("P" Suffix designates 
RoHS Compliant.  See ordering information) 

•     UL Recognized File#E331408

Notes:1.High Temperature Solder Exemption Applied, see EU Directive Annex 7.
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UNI- POLAR BI-POLAR

1.5KE6.8A 1.5KE6.8CA 5.80 6.45 7.14 10 10.5 144.8 1000
1.5KE7.5A 1.5KE7.5CA 6.40 7.13 7.88 10 11.3 134.5 500
1.5KE8.2A 1.5KE8.2CA 7.02 7.79 8.61 10 12.1 125.6 200
1.5KE9.1A 1.5KE9.1CA 7.78 8.65 9.50 1 13.4 113.4 50
1.5KE10A 1.5KE10CA 8.55 9.50 10.50 1 14.5 104.8 10
1.5KE11A 1.5KE11CA 9.40 10.50 11.60 1 15.6 97.4 5
1.5KE12A 1.5KE12CA 10.20 11.40 12.60 1 16.7 91.0 5
1.5KE13A 1.5KE13CA 11.10 12.40 13.70 1 18.2 83.5 5
1.5KE15A 1.5KE15CA 12.80 14.30 15.80 1 21.2 71.7 5
1.5KE16A 1.5KE16CA 13.60 15.20 16.80 1 22.5 67.6 5
1.5KE18A 1.5KE18CA 15.30 17.10 18.90 1 25.2 60.3 5
1.5KE20A 1.5KE20CA 17.10 19.00 21.00 1 27.7 54.9 5
1.5KE22A 1.5KE22CA 18.80 20.90 23.10 1 30.6 49.7 5
1.5KE24A 1.5KE24CA 20.50 22.80 25.20 1 33.2 45.8 5
1.5KE27A 1.5KE27CA 23.10 25.70 28.40 1 37.5 40.5 5
1.5KE30A 1.5KE30CA 25.60 28.50 31.50 1 41.4 36.7 5
1.5KE33A 1.5KE33CA 28.20 31.40 34.70 1 45.7 33.3 5
1.5KE36A 1.5KE36CA 30.80 34.20 37.80 1 49.9 30.5 5
1.5KE39A 1.5KE39CA 33.30 37.10 41.00 1 53.9 28.2 5
1.5KE43A 1.5KE43CA 36.80 40.90 45.20 1 59.3 25.6 5
1.5KE47A 1.5KE47CA 40.20 44.70 49.40 1 64.8 23.5 5
1.5KE51A 1.5KE51CA 43.60 48.50 53.60 1 70.1 21.7 5
1.5KE56A 1.5KE56CA 47.80 53.20 58.80 1 77.0 19.7 5
1.5KE62A 1.5KE62CA 53.00 58.90 65.10 1 85.0 17.9 5
1.5KE68A 1.5KE68CA 58.10 64.60 71.40 1 92.0 16.5 5
1.5KE75A 1.5KE75CA 64.10 71.30 78.80 1 103.0 14.8 5
1.5KE82A 1.5KE82CA 70.10 77.90 86.10 1 113.0 13.5 5
1.5KE91A 1.5KE91CA 77.80 86.50 95.50 1 125.0 12.2 5

1.5KE100A 1.5KE100CA 85.50 95.00 105.00 1 137.0 11.1 5
1.5KE110A 1.5KE110CA 94.00 105.00 116.00 1 152.0 10.0 5
1.5KE120A 1.5KE120CA 102.00 114.00 126.00 1 165.0 9.2 5
1.5KE130A 1.5KE130CA 111.00 124.00 137.00 1 179.0 8.5 5
1.5KE150A 1.5KE150CA 128.00 143.00 158.00 1 207.0 7.3 5
1.5KE160A 1.5KE160CA 136.00 152.00 168.00 1 219.0 6.9 5
1.5KE170A 1.5KE170CA 145.00 162.00 179.00 1 234.0 6.5 5
1.5KE180A 1.5KE180CA 154.00 171.00 189.00 1 246.0 6.2 5
1.5KE200A 1.5KE200CA 171.00 190.00 210.00 1 274.0 5.5 5
1.5KE220A 1.5KE220CA 185.00 209.00 231.00 1 328.0 4.6 5
1.5KE250A 1.5KE250CA 214.00 237.00 263.00 1 344.0 4.4 5
1.5KE300A 1.5KE300CA 256.00 285.00 315.00 1 414.0 3.7 5
1.5KE350A 1.5KE350CA 300.00 332.00 368.00 1 482.0 3.2 5
1.5KE400A 1.5KE400CA 342.00 380.00 420.00 1 548.0 2.8 5
1.5KE440A 1.5KE440CA 376.00 418.00 462.00 1 602.0 2.5 5
1.5KE480A 1.5KE480CA 408.00 456.00 504.00 1 658.0 2.3 5
1.5KE510A 1.5KE510CA 434.00 485.00 535.00 1 698.0 2.1 5
1.5KE530A 1.5KE530CA 450.00 503.50 556.50 1 725.0 2.1 5
1.5KE540A 1.5KE540CA 459.00 513.00 567.00 1 740.0 2.0 5
1.5KE550A 1.5KE550CA 467.00 522.50 577.50 1 760.0 2.0 5

For bidirectional type having Vrwm of 10 volts and less, the IR limit is double.
For parts without A , the VBR is  ± 10%

BREAKDOWN
VOLTAGE

VBR(V)
MAX.@IT
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CURRENT IT

(mA)

REVERSE
STAND- OFF

VOLTAGE
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MCC
PART NUMBER
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CLAMPING
VOLTAGE
@Ipp Vc(V)

PEAK PULSE
CURRENT

Ipp (A)

REVERSE
LEAKAGE @
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BREAKDOWN
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products are represented on our website, harmless against all damages.

***APPLICATIONS DISCLAIMER***

***IMPORTANT NOTICE***

Aerospace or Military Applications. 

Products offer by Micro Commercial Components Corp . are not intended for use in Medical,

Micro Commercial Components Corp . reserves the right to make changes without further notice to any
product herein to make corrections, modifications , enhancements , improvements , or other changes .
Micro Commercial Components Corp . does not assume any liability arising out of the application or
use of any product described herein; neither does it convey any license under its patent rights ,nor  

the rights of others . The user of products in such applications shall assume all risks of such use  
and will agree to hold Micro Commercial Components Corp . and all the companies whose

Ordering Information 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Device Packing 

(Part Number)-TP Tape&Reel; 1.2Kpcs/Reel 

(Part Number)-AP Ammo Packing;1.2Kpcs/AmmoBox 

(Part Number)-BP Bulk;500pcs/Box 
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Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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