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K28

1564 Series1564 Series1564 Series1564 Series1564 Series
Sloped ConsoleSloped ConsoleSloped ConsoleSloped ConsoleSloped Console

FinishFinishFinishFinishFinish
Rapid Rack is available in beige
(CG1). Components are available in
beige (CG1) or black (BK1).

AccessoriesAccessoriesAccessoriesAccessoriesAccessories
Blowers
Casters
Desk units
Doors
Extra mounting rails
Fan trays
Filter fans
Side panels
Top consoles
Top panels
Wedges
19"/24" rack mount accessories

ApplicationApplicationApplicationApplicationApplication
Designed to provide an attractive,
durable console enclosure system
for control center installations and for
the protection of electronic, hydraulic,
pneumatic or electrical equipment.
The 20° viewing slope provides the
optimum angle for a control or
instrument panel.
Integral CRT mounting angles and
optional desk panel provide versatility
for many applications.
Can be ganged together for large
system applications.

StandardsStandardsStandardsStandardsStandards
EIA RS-310-D

ConstructionConstructionConstructionConstructionConstruction
Available in Rapid Rack (2 sizes) or as
a customized assembly which can be
created using the various compo-
nents in the 1564 Series.
As a system rack, all components
have been designed for a clean,
modular interface.
Major components are constructed
of 14 gauge steel.
Available with either 19" or 24"
mounting capability.

AssembliesAssembliesAssembliesAssembliesAssemblies
When assembling rack systems,
please refer to master selection table
for sizing information.
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1564 Series1564 Series1564 Series1564 Series1564 Series
Sloped Console Rapid RackSloped Console Rapid RackSloped Console Rapid RackSloped Console Rapid RackSloped Console Rapid Rack

Rapid RackRapid RackRapid RackRapid RackRapid Rack
For immediate delivery requirements, the Rapid Rack
package can solve many sloped console needs. The
package is finished with beige (CG1) frame and body.
Package includes the following components and hardware:

1 - 1564 frame with integral CRT mounting angles
1 - pair of side panels
1 - louvered rear door
1 - solid top panel
4 - upper black, punched combination rails
4 - lower black, punched combination rails
4 - adjustable levelling feet
50 - 10-32 clip nuts

Front View Rear View Side View

PANEL

PART NO. WIDTH A B C D E F

RS4924CG1 19 22.56 24.5 19.06 14 17.5 21.31
RS4931CG1 19 22.56 31.5 19.06 21 24.5 19.56 Top

View
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1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console
ComponentsComponentsComponentsComponentsComponents

Front View Rear View Side View

Top
View

FFFFFrameramerameramerame
The basic component of a 1564 Sloped Console system
is the 14 gauge steel frame.
Designed to accommodate standard 19" or 24" rack
mountable equipment on two different panel surfaces.
Integral CRT mounting angles are a standard feature.
Frame comes complete with 4 upper black, punched
combination rails, 4 lower black, punched combination
rails, 4 adjustable levelling feet and clip nuts.
Available in beige (CG1) or black (BK1).

PANEL

PART NO. WIDTH A B C D E F

1564A2...1 19 22.56 24.5 19.06 14 17.5 21.31
1564B2... 19 22.56 31.5 19.06 21 24.5 19.56
1564A4... 24 27.56 24.5 24.06 14 17.5 21.31
1564B4... 24 27.56 31.5 24.06 21 24.5 19.56

1 Specify 3 digit color code. Beige (CG1) or Black (BK1).
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1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console
ComponentsComponentsComponentsComponentsComponents

Side PSide PSide PSide PSide Panelsanelsanelsanelsanels
Sold in pairs.
Constructed of 16 gauge steel formed to 0.75" thick which
hook over Amhal struts and can be secured from the inside.
Panels fit flush with frame.
Available in beige (CG1) or black (BK1).

TTTTTop Pop Pop Pop Pop Panelanelanelanelanel
Solid 16 gauge steel panel mounts flush with frame.
Louvered 16 gauge steel panel is recessed.
Any 19" (or 24" as applicable) panel of proper depth will
fit opening.
Available in beige (CG1) or black (BK1).
Mounting hardware not included, please order separately.

SOLID TOP LOUVERED TOP USE WITH FRAME

PART NO. PART NO. PART NO.

PBRS19014...1 PVLK19014...1 1564A2...
PBRS19021... PVLK19021... 1564B2...
PBRS24014... PVLK24014... 1564A4...
PBRS24021... PVLK24021... 1564B4...

1 Specify 3 digit color code. Beige (CG1) or Black (BK1).

Rear DoorRear DoorRear DoorRear DoorRear Door
Features lockable latch.
Fills rear panel space and sits flush with frame.
Solid door opens either left or right by inverting.
Louvered door opens right hand only with louver vents facing
down.
Constructed of 18 gauge steel.
Available in beige (CG1) or black (BK1).

SOLID DOOR LOUVERED DOOR USE WITH FRAME

PART NO. PART NO. PART NO.

RSDF19042...1 RSDL19042...1 1564A2...
RSDF19042... RSDL19042... 1564B2...
RSDF24042... RSDL24042... 1564A4...
RSDF24042... RSDL24042... 1564B4...

1 Specify 3 digit color code. Beige (CG1) or Black (BK1).

PART NO. USE WITH FRAME PART NO.

1564AP...1 1564A2.../1564A4...
1564BP... 1564B2.../1564B4...

1 Specify 3 digit color code. Beige (CG1) or Black (BK1).
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1564 Master Selection T1564 Master Selection T1564 Master Selection T1564 Master Selection T1564 Master Selection Tableableableableable

FFFFFront Doorsront Doorsront Doorsront Doorsront Doors
Features lockable latch.
Fills front lower panel space and sits flush with frame.
For optional desk units, use RSDF19022 or RSDF24022.
Solid door opens either left or right by inverting.
Louvered door opens right hand only with louver vents
facing down.
Available in beige (CG1) or black (BK1).

WWWWWedgesedgesedgesedgesedges
For wrap-around applications, 2 wedge sizes provide either
30° or 60° angles.
Constructed of 14 gauge steel and comes complete with
solid rear 16 gauge panel.
Available in beige (CG1) or black (BK1).

USE WITH FRAME WEDGE

PART NO. PART NO. ANGLE

1564AW30...1 1564A2.../1564A4... 30
1564BW30... 1564B2.../1564B4... 30
1564AW60... 1564A2.../1564A4... 60
1564BW60... 1564B2.../1564B4... 60

1 Specify 3 digit color code. Beige (CG1) or Black (BK1).

SOLID DOOR LOUVERED DOOR USE W/FRAME

PART NO. PART NO. PART NO.

RSDF19022...1 n/a 1564A2... or 1564B2...
RSDF24022... n/a 1564A4... or 1564B4...
RSDF19026... RSDL19026...1 1564A2...

RSDF19026... RSDL19026... 1564B2...
RSDF24026... RSDL24026... 1564A4...
RSDF24026... RSDL24026... 1564B4...

1 Specify 3 digit color code. Beige (CG1) or Black (BK1).

FRONT SLOPE SIDE

PANEL CABINET PANEL HEIGHT PANEL HEIGHT PANELS WEDGE TOP PANEL

WIDTH DEPTH INCHES UNITS INCHES UNITS FRAME (PAIR) 30° 60° SOLID LOUVERED

19" 24.5 26.25 15 17.5 10 1564A2...1 1564AP...1 1564AW30...1 1564AW60...1 PBRS19014...1 PVLK19014...1

31.5 26.25 15 17.5 10 1564B2... 1564BP... 1564BW30... 1564BW60... PBRS19021... PVLK19021...

24" 24.5 26.25 15 17.5 10 1564A4... 1564AP... 1564AW30... 1564AW60... PBRS24014... PVLK24014...
31.5 26.25 15 17.5 10 1564B4... 1564BP... 1564BW30... 1564BW60... PBRS24021... PVLK24021...

1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console
ComponentsComponentsComponentsComponentsComponents

1 Specify 3 digit color code. Beige (CG1) or Black (BK1).
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Extra Mounting RailsExtra Mounting RailsExtra Mounting RailsExtra Mounting RailsExtra Mounting Rails
Rails are sold in pairspairspairspairspairs.
Available as punched punched punched punched punched combination
(same same same same same as supplied with 1564 rack),
panel and accessory rails.
All rails have full EIA panel mounting
(0.28" dia.) for ¼-20 bolts or 10-32
clip nuts.
Each rail is adjustable in a 1.0" x
0.281" slot.
Constructed of 14 gauge and finished
in black.
Clip nuts are provided with rails.

PANEL HEIGHT OF RACK

PART NO. INCHES UNITS

RSR _ 00017BK3 17.50 10
RSR _ 00026BK3 26.25 15

"_� - Specify rail type in blank space.
(C) Combination, (A) Accessory, (P) Panel

Photo shows combination rails

Combination Rails Accessory Rails Panel Rails

CastersCastersCastersCastersCasters
Casters supplied in a set of 4.
Features a manufacturer’s specified
capacity of 400 lbs. per set.
Constructed of twin nylon swivel
wheels with zinc axles and hoods.
Wheel has a 2.37" diameter with a
final mounting height of 2.75".
5/16-18 threaded stem mounts into
existing holes in base.

PART NO. 1425P

DOOR TOP CONSOLE

REAR FRONT FLUSH SOLID SIDE TILT

SOLID LOUVERED SOLID LOUVERED FRAME TOP PANEL PANELS (PAIR) BASE

RSDF19042...1 RSDL19042...1 RSDF19026...1 RSDL19026...1 1564TC1917...1 PBRS19014...1 1564TCP17...1 564CB1917...1

RSDF19042... RSDL19042... RSDF19026... RSDL19026... 1564TC1924... PBRS19021... 1564TCP24... 1564CB1924...

RSDF24042... RSDL24042... RSDF24026... RSDL24026... 1564TC2417... PBRS24014... 1564TCP17... 1564CB2417...
RSDF24042... RSDL24042... RSDF24026... RSDL24026... 1564TC2424... PBRS24021... 1564TCP24... 1564CB2424...

1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console1564 Series Sloped Console
ComponentsComponentsComponentsComponentsComponents
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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