
 › em4
Accessories
Wireless network antennas

 ›  Used with all range of em4 remote, em4 alert 
2G and 3G
 › �Wifi,�Bluetooth,�UMTS�and��GSM�compatible
 › �Internal�magnetic�mount�with�3�m�length�cable�
compact,�for�out�of�the�panel�installation 
(88 980 160)
 › �Magnetic�/�sticky�mount�with�3�m�length�cable�
for�discretely�mounting�out�of�the�panel�or�
outdoor�(88�980�161)
 › �Robust,�bracket�mount�with�10�m�lenght 
cable�for�installation�outdoor�(88�980�162)

Specific�characteristics
Part number 88 980 160 88 980 161 88 980 162
Type Inside Inside, outside Outside
Fixation Magnetic / sticky Magnetic / sticky Square and 6 mm 

diameter hole
V.S.W.R < 2: 1 < 1.5: 1 < 2: 1
Cable length 3 m 10 m
Cable type RG174 RG58
Gain 2.2 dB max 2.14 dB max High gain collinear antenna
Frequencies GSM 850/900/1800/ 

1900/2100 MHz 
2.4 GHz WIFI & Bluetooth

AMPS 824-894 MHz, GSM 900 MHz, GSM 1800 MHz 
PCN 1.9 GHz, UMTS 2.1 GHz 

2.4 GHz WIFI & Bluetooth

Weight Without packing: 60 g 
With packing: 65 g

Without packing: 95 g 
With packing: 100 g

Without packing: 485 g 
With packing: 500 g

Dimensions Without packing: 
72 mm, diameter 31 mm / 
2.84, 1.22 diameter inch

With packing: 
200 x 100 x 32 mm / 

7.87 x 3.94 x 1.26 inch

Without packing: 
80 x 76 x 14 mm / 

3.15 x 2.95 x 0.55 inch
With packing: 

300 x 115 x 15 mm / 
11.8 x 4.53 x 0.59 inch

Without packing: 
274 mm, diameter 16.3 mm / 
10.78 inch, 0.64 diameter inch

With packing: 
480 x 210 x 15 mm / 

18.9 x 8.27 x 0.59 inch

General characteristics
Connector RP SMA: SMA Male Reverse Polarity
Impedance 50 Ω
Operation temperature -40°C (-40°F)  +85°C (185°F) 
Polarization Vertical
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Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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