RF-18 (Rev 28APR20)
—

Sam|ec

SPECIFICATIONS

For complete specifications
see www.samtec.com?C28S

RF CONNECTOR

Outer Contact Material:
Phosphor Bronze (Plug),
Brass (Jack)

Center Contact Material:
Phosphor Bronze (Terminals),
BeCu (Sockets)

Insulator Material:

PTFE

Operating Temperature:
-20 °C to +105 °C

Voltage Rating:

200 VAC

Frequency Range:
0-4GHz

Impedance:

100 Q

RoHS Compliant:

Yes

Cable:

28 AWG shielded
twisted pair
Signal Routing:
100 Q Differential
Jatg(et Material:

Insulator Material:
FEP

RoHS Compliant:
Yes

SO AVAILABLE

(MOQ Required)

* Additional stripping and
tinning options
Contact Samtec.

Note:

Cable lengths longer
than 36.00" (0.92 meter)
are not supported with
S.1. test data.

Mates with:
CJT, C28S

Right-angle or )/

straight end

options

TYPE

C28S

=28 AWG shielded twisted pair|

OVERALL
LENGTH

=“XX.XX”

= Overall Length
in Inches

(101.6 mm) 04.00"
minimum

C28S-06.00-RPS8-BJT8

END 1
CONNECTOR

C28S SERIES

28 AWG shielded
twisted pair cable

END 2

CONNECTOR

END OPTIONS
from chart

XX.XX = OAL (inches)

-BJT8-RPS8 SHOWN

END OPTIONS

—SPS8 =
Straight Plug with Sockets
(30 p" (0.76 pm) Gold on Center and
Outer Contact, Gold Flash on Shell)

D H

-RPS8 =
Right-angle Plug with Sockets
(30 p" (0.76 pm) Gold on Center and
Outer Contact, Gold Flash on Shell)

STRIPPED & TINNED
(Dimensions in inches)

CALLOUT|A | B | C
-BJT8 =
Bulkhead Jack with Terminals -303030 |.30{.30|.30
(30 p" (0.76 pm) Gold on Center and —
Outer Contact, Gold Flash on Shell) 303040 |.30/.30| 40
-403030 |.40|.30.30
-SING =
Single Ended q ] -403040 |.40|.30|.40
(End 2 callout)
—XXXXXX = Both center conductors and

Stripped & Tinned
(End 2 callout)
(See chart for callout)

braid shield are stripped,
only the center
conductors are tinned.

Due to technical progress, all designs, specifications and components are subject to change without notice.
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All parts within this catalog are built to Samtec’s specifications.
Customer specific requirements must be approved by Samtec and identified in a Samtec customer-specific drawing to apply.
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[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinckon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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