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RJ point five Connector System

Stewart Connector’s RJ point five connector System, the next generation Ethernet link, provides nearly 
double the port density when compared to standard RJ45 connector and cabling solutions. 

Ideal for OEM’s and systems integrators seeking to increase density while also reducing the cost-per-port 
price point. The RJ point five connector and cable system provides the convenience of a single connector 
per channel solution for maximum port flexibility and efficiency. 

Stewart Connector’s Dual Port RJ point five and single port RJ point five connector systems currently 
support 1GBase-T Ethernet speeds for CAT5e cabling. Both RJ point five connector systems also support 
POE+ capabilities for mobile and remote applications. To learn more visit stewartconnector.com

RoHS
Compliant

RJ point five is a trademark of TE Connectivity used here under license.

Part Number Performance Ports Shield Shield Type

RJP5-10-0001 CAT5e 1 No

RJP5-10-0002 CAT5e 1 Yes NF

RJP5-10-0003 CAT5e 1 Yes PG

RJP5-10-0004 CAT5e 1 Yes PG4

RJP5-10-0010 CAT5e 2 Yes PG4

Part Number Performance Shield Conn End A Conn End B Wiring Pattern Length

RJP50030AA-A CAT5e No RJ point five Plug RJ point five Plug Standard 3.0 meters

RJP50030AB-A CAT5e No RJ point five Plug RJ-45 Plug, Unshielded Standard 3.0 meters

RJP50050AA-A CAT5e No RJ point five Plug RJ point five Plug Standard 5.0 meters

RJP50050AB-A CAT5e No RJ point five Plug RJ-45 Plug, Unshielded Standard 5.0 meters

RJP50075AB-A CAT5e No RJ point five Plug RJ-45 Plug, Unshielded Standard 7.5 meters

Specifications
•	 7 mm centerline port spacing

•	 Supports CAT5e cabling specifications

•	 LED light transmission directly through the cable plug 

•	 Conductors:  24 AWG, 7/32 stranded

•	 Integrated cable strain relief and plug shield 

•	 Pull tab for easy removal

•	 Maximum height of shielded single ports is 
0.330” ( 8.37mm)
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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