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CRYSTAL CONTROLLED OSCILLATORS

The Connor-Winfield models 7213,
7223 and 7233 are 3.3V LVCMOS,
Surface Mount, Fixed Frequency
Crystal Oscillators (XO) designed
for use in all applications requiring
precision clocks. These oscillators
feature low stand-by current
(10uA) when output is disabled.
The surface mount package is
designed for high-density mounting
and is optimum for mass
production.
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7213 - 019.44M

CLOCK
SERIES

CENTER
FREQUENCY

1.8 to 160 MHz

3.3V OPERATION

TRI-STATE ENABLE / DISABLE FUNCTION

OVERALL FREQUENCY TOLERANCE:
7213 ±25ppm
7223 ±50ppm
7233 ±100ppm

TEMPERATURE RANGE: -40 to 85°C

POWER SAVING FUNCTION: 10uA when
disabled.

CERAMIC SURFACE MOUNT PACKAGE

TAPE AND REEL PACKAGING

RoHS COMPLIANT / LEAD FREE

3.3V LVCMOS SURFACE MOUNT 5x3.2mm

CLOCK OSCILLATOR

Sm090 05 08/07/08

ORDERING INFORMATION

FEATURES

DESCRIPTION

7213, 7223,

7233

Note:
1) Inclusive of calibration @ 25°C, frequency vs. temperature stability, supply voltage change, load

change, shock and vibration, 10 years aging.
2) Oscillator output is enabled with no connection on pad 1.
3) Duty Cycle measured at 50% of Vcc.
4) Rise and Fall times measured from 10% to 90%.
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Dimensional Tolerance: ±.02” (.508mm)
±.005” (.127mm)

PAD CONNECTION

1 ENABLE/DISABLE

2 GROUND

3 OUTPUT

4 Vcc

THE CONNOR-WINFIELD CORP.

2111 COMPREHENSIVE DRIVE.
AURORA, IL 60505.
FAX (630) 851-5040.
PHONE (630) 851-4722.
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ABSOLUTE MAXIMUM RATINGS TABLE 1.0

PARAMETER UNITS MINIMUM NOMINAL MAXIMUM UNITS NOTE

Storage Temperature -55 - 125 °C

Supply Voltage (Vcc) -0.5 - 7.0 Vdc

MODEL SPECIFICATIONS: TABLE 2.0

MODEL 7213

Frequency Range (Fo) 1.8 - 160 MHz

Frequency Tolerance: -25 - 25 ppm 1

MODEL 7223

Frequency Range (Fo) 1.8 - 160 MHz

Frequency Tolerance: -50 - 50 ppm 1

MODEL 7233

Frequency Range (Fo) 1.8 - 160 MHz

Frequency Tolerance: -100 - 100 ppm 1

OPERATING SPECIFICATIONS TABLE 3.0

PARAMETER MINIMUM NOMINAL MAXIMUM UNITS NOTE

Operating Temperature Range -40 - 85 °C

Supply Voltage (Vdd) 3.0 3.3 3.6 Vdc

Supply Current 1.5 to 49.999 MHz (Icc) - - 20 mA

50 to 79.999 MHz (Icc) - - 30 mA

80 to 124.999 MHz (Icc) - - 40 mA

125 to 160.999 MHz (Icc) - - 50 mA

INPUT CHARACTERISTICS TABLE 4.0

Enable Voltage (Vih) 70% Vdd - - Vdc 2

Disable Voltage (Vil) - - 30% Vdd Vdc

Enable Time - - 10 ms

Disable Time - - 150 ns

Output Disable Current (Icc) - - 10 uA

LVCMOS OUTPUT CHARACTERISTICS TABLE 5.0

PARAMETER MINIMUM NOMINAL MAXIMUM UNITS NOTE

LOAD - - 15 pF

Voltage (High) (Voh) 2.70 - - Vdc

(Low) (Vol) - - 0.36 Vdc

Current (High) (Ioh) -2 - - mA

(Low) (Ioh) - - 2 mA

Duty Cycle 1.5 to 49.999 MHz 45 50 55 % 3

50 to 160 MHz 40 50 60 % 3

Rise / Fall Time 1.5 to 69.999 MHz - 3 6 ns 4

70 to 160 MHz - 1 2 ns 4

Start-Up Time - - 10 ms

Period Jitter - 3 5 ps RMS

Phase Jitter (BW=12kHz to 20MHz) - 0.5 1 ps RMS

PACKAGE CHARACTERISTICS
TABLE 6.0

Package Hermetically sealed ceramic package and metal cover
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Dimensional Tolerance: ±.02” (.508mm)

±.005” (.127mm)

THE CONNOR-WINFIELD CORP.

2111 COMPREHENSIVE DRIVE.
AURORA, IL 60505.
FAX (630) 851-5040.
PHONE (630) 851-4722.
WWW.CONWIN.COM



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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