
Product: 1337A  

Fieldbus, 1 Pr #18 Str TC, PO Ins, IS/OS, 1C #18 Str PVC Ins, PVC Jkt, 600V
TC-ER

Product Description
Fieldbus, 1 Pair 18AWG (7x26) Tinned Copper, PO Insulation, Individual & Overall Beldfoil® Shield, 1 Conductor 18AWG (7x26) Tinned Copper, PVC
Insulation, Orange PVC Outer Jacket, 600V TC-ER

Technical Specifications

Product Overview

Suitable Applications: harsh environment digital and serial two-way communication, oil and gas extraction and refining sites, petrochemical, Profibus process automation or Foundation FieldBus process
automation, extreme temperature enviornments, exposure to humidity/moisture, dust, and oil, remote locations long distance applications, etc.

Physical Characteristics (Overall)

Conductor

Element AWG Stranding Nominal Diameter No. of Conductors

Insulated Ground 18 7x26 .046 in 1

Conductor Count: 3

Total Number of Pairs: 1

Insulation

Material

PP - Polypropylene

PP - Polypropylene

Color Chart

Color

Blue and Orange

Green/Yellow (Ground)

Outer Shield Material

Material

Alum / Poly

Outer Jacket Material

Material Nominal Diameter

PVC - Polyvinyl Chloride 0.362 in

Electrical Characteristics

Inductance

Nominal Inductance

0.22 µH/ft

Impedance

Nominal Characteristic Impedance

100 Ohm

Voltage

https://catalog.belden.com/index.cfm?event=pd&p=PF_1337A&tab=downloads
https://catalog.belden.com/index.cfm?event=pd&p=PF_1337A&tab=downloads
https://catalog.belden.com/index.cfm?event=pd&p=PF_1337A&rs


UL Voltage Rating

600 V RMS

Temperature Range

UL Temp Rating: 75°C

Operating Temp Range: -30°C To +75°C

Mechanical Characteristics

Max Recommended
Pulling Tension: 67 lbs

Min Bend Radius/Minor
Axis: 3.6 in

Standards

NEC/(UL) Specification: TC-ER

Flammability, LS0H, Toxicity Testing

UL Flammability: UL1685 UL Loading

UL voltage rating: 600 V RMS

Part Number

Variants

Item # Color UPC

1337A 00310000 Orange 612825112266

History

Update and Revision: Revision Number: 0.205 Revision Date: 04-28-2020
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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