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DMS-BZL Series bezel assemblies provide a secure, 
cosmetically-pleasing method for panel mounting all DMS-
20, DMS-30, and DMS-40 digital panel meters. Four bezel 
assemblies are available: DMS-BZL1-C and DMS-BZL2-C 
(with sealing gasket) for all DMS-30 and DMS-40 Series 
meters; and DMS-BZL3-C and DMS-BZL4-C (with sealing 
gasket) for all DMS-20 Series meters. All four bezels are 
made from rugged, black ABS plastic and are supplied with 
threaded metallic screws and inserts, ensuring a secure, 
vibrationresistant installation. Please refer to the individual 
product data sheets and Application Note 16, titled ‘Typical 
Meter Installations’, for more information.

MECHANICAL SPECIFICATIONS

ORDERING INFORMATION

DMS-BZL1-C DMS-30/40 bezel assembly
DMS-BZL2-C DMS-30/40 bezel assembly with EPDM  
 rubber gasket
DMS-BZL3-C DMS-20 bezel assembly
DMS-BZL4-C DMS-20 bezel assembly with EPDM  
 rubber gasket

Material: UL 94V-0 ABS black plastic with four  
 #2-56 threaded brass inserts
Screws: #2-56 thread, stainless steel, 0.187(4.75)L
Screw Torque-Rating: 15 to 20 ozf-in (0.106 to 0.140 N-m)
Max. Panel Thickness*: 0.090(2.29) with supplied screws
Operating Temperature: –40 to +75°C

* All four DMS-BZL Series bezel assemblies can be installed in panels up to 
0.090 inches thick (2.29mm) with the factory supplied screws. Thicker panels 
can be accommodated by using longer user-supplied screws, which, when 
installed, do not exceed the brass insert’s 0.156-inch (3.96mm) thread depth. 
Pease note DMS brass retaining clips (supplied at no charge with most stan-
dard DMS Series meters) can not be used with DMS-BZL Series bezels.

BEZEL INSTALLATION

BEZEL DIMENSIONS

®®

PIN #1
IDENTIFIER

*Sealing gasket is optional on DMS-BZL2-C and DMS-BZL4-C

 

#2-56 INSERT
0.156 (3.96) DEEP

DMS-BZL3 & DMS-BZL4
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0.838
(21.29)

1.626 (41.30)

1.07
(27.18)

INTERNAL CORNER RADII:
0.032 (0.81) MAX.

0.093 (2.362) DIA (4 REQUIRED)

0.116 (2.95)

1.336 (33.93) 0.145 (3.68)

Inches (mm) tolerences:

2 PL Dec. ±0.02 (±0.51) 3PL DEC ±0.010 (±0.254)

RECOMMENDED DRILL AND PANEL CUTOUT
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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