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Spectrum Control

Spec Spin Filters

API Technologies’ Spectrum Control brand introduces
the new space saving #2-56 threaded miniature EMI
spanner filter. This new threaded filter is designed
without a hex and does not require soldering for
installation. These features make it an excellent
selection for applications that require many lines to
be filtered in close proximity. The easy swap out also
allows for flexibility in filter replacement and capacitance
substitution. Easy filter substitution also allows for
flexibility in filter placement. Custom design queries

are always welcome.

Applications

API's Spectrum Control brand spanner filter offers
superior insertion loss over a broad frequency range
when compared to surface mount components. The filter
is available in capacitance values up to 10,000 pF, and
is featured in a microcircuit package used in microwave
applications such as frequency synthesizers, power
amplifiers, MMW radio, and is ideal for commercial

and high-reliability applications.

Electrical Specifications

Operating Temperature . . . . -55°C to +125°C
Voltage Rating . ......... 50 VDC

Current Rating . ......... 5A

Effective Filtering From. . .. 1 MHz to 10 GHz
Capacitance . ........... to 10,000 pF

Dielectric Withstanding
Voltage ................. 125 VDC
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Built and tested in accordance with MIL-F-15733.

Dimensions in inches (imm)

Mechanical Specifications
Center Spacing . .. ........ 0.110"

Lead Finish. ............
Bushing Finish . . ...... ..
Tightening Torque . . . . .. ..

Insertion Tool
Part Number: 54-874-020

Part Number* Cap (pF) Max. Tolerance Circuit Current Voltage bDwv I.R. Temperature Range
54-874-010 10 +0%/-20%
54-874-011 39
e | | o
54-874-014 1,000 C 5A 50 VDC 125 VDC 1,000 MQ -55°C to +125°C
54-874-015 2,000
54-874-016 3,300 0/ 100
54-874-017 4,700 +100%/-0%
54-874-018 10,000 +80%/-20%

Note: Parts are RoHS Compliant
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[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinckon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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