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Optical Encoders

SerieS 61A 
Custom, Absolute

FeAtureS
•	Absolute	Position	Sensing
•	3,	4,	or	5-Bit	Custom	Output	Coding
•	8	to	32	Positions
•	Fixed	Stops	Only
•	Angles	of	Throw	to	45°	(Design	

Specifications	Will	Dictate	the	Angle	
of	Throw)

DimenSionS 	in	inches	(and	millimeters)

UNLESS OTHERWISE SPECIFIED, DIMENSION TOLERANCES ARE AS FOLLOWS: LINEAR ±.010 (0,25), DIAMETERS ±.010 (0,25), ANGULAR ±5
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14-56-2074 
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Optical Encoders

CirCuitry

SPeCiFiCAtionS
ratings
operating Voltage:	5	±.25V	DC
Supply Current:	85	mA	maximum	at	5V	DC
Life:	1	million	cycles	of	operation;	1	cycle	is
rotation	through	all	positions	and	a	full	return
rotational torque:	12	±4	in-oz	(initial)
output High:	3.8V	minimum	for	CMOS	&
HCMOS;	2.7V	minimum	for	TTL
output Low:	0.8V	maximum
Shaft Push out Force:	25	lbs.	
mounting torque:	10	in-lb	maximum
Load Current:	5	mA	maximum	per	channel
Logic rise and Fall times:	30	mSec	typical
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	INDICATES	LOGIC	HIGH
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	 Series 
	 Style:	 A	=	Absolute	position	sensing
	 number of positions:		 32	=	32	positions	with	10°	of	throw
	 	 	 	 24	=	24	positions	with	12°	of	throw
	 	 	 	 16	=	16	positions	with	18°	of	throw
	 	 	 	 		8	=			8	positions	with	36°	of	throw	 	

61A32-060
	 termination:			060	=	6.0	inches	cable	terminated	with	Molex	connector	P/N	14-56-2074.

orDering inFormAtion

Available from your local grayhill Component Distributor.		
For	prices	and	discounts,	contact	a	local	sales	office,	an	authorized	local	distributor,	or	Grayhill	direct.

environmental
operating temp. range:	-40°C	to	+85°C
Storage temp. range:	-55°C	to	+100°C
Vibration:	MIL-STD	202,	method	204,	cond.	B
mechanical Shock:	100	g’s,	6	ms,	half	Sine
12.3	ft/s	and	100	g’s,	6	ms,	sawtooth,	9.7	ft/s
Humidity: 90-95%	relative	humidity	at
40°C	for	96	hrs.

materials and Finishes
Detent Housing:	Stainless	Steel
Bushing:	Brass,	tin/zinc	plated
Shaft:	Stainless	steel
Detent Balls:	Steel,	nickel-plated
Code Housings:	Nylon	6/10
Backplate:	Nylon	6/10
Aperture:	Chemically	etched	stainless	steel	with	
black	oxide	finish
rotor:	 Electroformed	 nickel	 and	 chemically	
etched	stainless	steel	with	black	oxide	finish
Detent Springs:	Tinned	music	wire
PC Boards:	NEMA	grade	FR-4
through Bolts: Stainless	steel,	unplated
through Bolt nuts:	Stainless	steel
mounting Hardware:	 One	 brass,	 tin/zinc-
plated	nut	and	one	stainless	steel,	zinc-plated	
lockwasher	 supplied	 with	 each	 switch.	 Nut	 is	
0.094	inch	thick	by	0.562	inch	across	flats.
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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