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INCANDESCENT PANEL MOUNT INDICATORS

* See Page 14 for Oiltight information
Neon and incandescent lamp information on Pages 35 and 36.
Based LED lamp information on Pages 37 through 40.

Dimensions in mm [inches]
Dialight

** Dialight recommends: transparent lens caps for Based LED; Clear lens caps for green Based LEDs

125 SERIES FOR 11/16" MOUNTING HOLE • OILTIGHT*
BASE PART NO. VOLTAGE FIG
125-0410-11-103 2–120 11
125-1310-11-103 2–120 12

Material & Finish: Base - Nickel Plated Brass
Cap - Polycarbonate with Chrome Plated Brass Bezel
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CAP PART NO. COLOR FIG
125-1131-403 RED 13
125-1132-403 GREEN 13
125-1133-403 AMBER 13
125-1135-403 WHITE 13
125-1137-403 CLEAR 13

CAP PART NO. COLOR FIG
125-1191-403 RED 14
125-1192-403 GREEN 14
125-1193-403 AMBER 14
125-1195-403 WHITE 14
125-1197-403 CLEAR 14
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Uses:

T-3 1/4 MINIATURE
BAYONET BASE

INCANDESCENT LAMP,
CLUSTER BASED LED**,

OR MULTI-CHIP LED**

052, 081, 095, 135 SERIES FOR 11/16" MOUNTING HOLE • WATERTIGHT

† Part No. 081-1059-01-303 uses T2 Telephone Slide Base Lamp (PSB Type); CSA certified Uses:
T-3 1/4 MINIATURE BAYONET BASE

INCANDESCENT LAMP,
CLUSTER BASED LED** OR

MULTI-CHIP LED**
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*PART NUMBER ORDERING CODE

  081-0xxx-303
Series Lens Finish:

1 = Back Frosted
      (Not available in white)
3 = Transparent**

*PART NUMBER ORDERING CODE

  095 – 31xx – 003
  135 – 32xx – 003

Series Lens Finish:
3 = Transparent**
7 = Translucent
      (Not available in clear)

Material & Finish: Base - Chrome Plated Brass,
Cap - Polycarbonate  with Chrome Plated Bezel on
the 081 Series Fig. 7 and Fig. 8.

CAP PART NO. * COLOR FIG
081-0433-303 AMBER 8
081-0435-303 WHITE 8
081-0437-303 CLEAR 8
095-3137-003 CLEAR 9
095-3171-003 RED 9
095-3172-003 GREEN 9
095-3173-003 AMBER 9
095-3175-003 WHITE 9
135-3237-003 CLEAR 10
135-3271-003 RED 10
135-3272-003 GREEN 10
135-3273-003 AMBER 10
135-3275-003 WHITE 10

CAP PART NO. * COLOR FIG
052-3191-003 RED 6
052-3192-003 GREEN 6
052-3193-003 AMBER 6
052-3195-003 WHITE 6
052-3197-003 CLEAR 6
081-0111-303 RED 7
081-0112-303 GREEN 7
081-0113-303 AMBER 7
081-0117-303 CLEAR 7
081-0135-303 WHITE 7
081-0137-303 CLEAR 7
081-0431-303 RED 8
081-0432-303 GREEN 8

BASE PART NO. VOLTAGE FIG
081-0410-01-303 2–120 3
081-1059-01-303† 2–120 4
081-1310-01-303 2–120 5

Material & Finish: Chrome Plated Brass

BASE PART NO. VOLTAGE FIG
021-0410-29-301 2–120 1

CAP PART NO. COLOR FIG
021-2900-300 NO LENS 2

Fig. 1 Fig. 2
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Uses:
T-3 1/4 MINIATURE

BAYONET BASE
INCANDESCENT LAMP

021 SERIES FOR 11/16" MOUNTING HOLE • LIGHT SHIELD

** Dialight recommends: transparent lens caps for Based LED;
     Clear lens caps for green Based LEDs

** Dialight recommends: transparent lens caps for
     Based LED; Clear lens caps for green Based LEDs

FACETED
TRANSPARENT

FLUTED
TRANSPARENT

FLUTED
TRANSPARENT

*PART NUMBER ORDERING CODE

  125 – 11xx – 403
Series Lens Finish:

1 = Back Frosted
      (Not available in white)
3 = Transparent**
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Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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