
FEATURES BENEFITS
Integrated USB switch and ESD protection

USB utilized as a single port of connection

SMSC flexPWR technology

Flexible and easy-to-use solution

Multiple clock input frequencies supported

Ability to tolerate “noisy” clocks and
power supplies

Small package footprint

Provides lower eBOM part count and smaller PCB footprint area

Reduction of end product size and cost 

Longer battery life

Faster time-to-market and lower product development cost

Eliminates cost and size of external crystal oscillator for typical systems 

Does not require costly filtering or clock generator circuits to preserve
Hi-Speed eye diagram integrity

Efficient PCB board space utilization

USB331x Family
Highly Integrated, Hi-Speed USB 2.0 ULPI Transceiver Family for Portable 
Consumer Electronics Applications

The USB331x family of Hi-Speed USB 2.0 transceivers provides a highly integrated, small 

footprint solution designed for portable consumer electronics devices including cell phones, 

PDAs, portable media players and GPS/personal navigation devices.  The USB331x family 

eliminates the need for external USB switches and electrostatic discharge (ESD) protection 

devices, which minimizes eBOM part count and printed circuit board (PCB) area. The 

USB331x provides an extremely flexible solution which allows the USB connector to act as 

a single port of connection for high speed data transfer, battery charging and stereo/mono 

audio accessories.

n Highly integrated, Hi-Speed USB 2.0 
transceivers

     Integrated USB switch
     Internal ESD protection circuits
     Integrated 3.3V LDO regulator
     External passive components  
         minimized
n Industry’s best current ESD performance 

in a Hi-Speed USB transceiver
     ±8kV HBM
     ±8kV/±15kV IEC (contact/air)
     No external ESD protection circuits 
         required
n Ability to use the USB connector as a 

single port of connection
     Switch Hi-Speed data, battery 
         charging and stereo/mono audio 
         accessories

n SMSC flexPWR™ technology
     Variable I/O voltage capability (fixed 
         1.8V or a range of 1.8V to 3.3V)
     Low power and standby modes  
         of operation to minimize power  
         consumption
n Flexible reference clock to support major 

system clock frequencies - 13MHz, 
19.2MHz, 24MHz and 26MHz

n Robust design tolerates “noisy” clock 
and power supplies

n Small package size and very low eBOM 
part count

n Hi-Speed USB On-The-Go (OTG) - host 
and device capable

n Supports commercial (0° to 70°C) and 
industrial (-40° to 85°C) temperature 
ranges 

n Cell Phones
n Smart Phones
n PDAs
n GPS Personal Navigation Devices
n Personal Media Players (PMPs)
n Digital Still and Video Cameras

n External Hard Disk Drives
n Printers
n Set-top Boxes
n Digital TVs
n Gaming Consoles
n Industrial Systems

Target Applications

Features and Benefits

Highlights



• Low current design well-suited for battery powered applications
• Integrated battery to 3.3V linear regulator
• Variable I/O voltage to support a wide variety of processors
• Low current sleep mode tri-states all ULPI pins
• Allows OTG host to turn VBUS off to conserve battery

SMSC flexPWR provides:
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INTEGRATED SOLUTION!

USB331x Integrates Four Functions into One Solution!

What is SMSC flexPWR  Technology?

For more information visit www.smsc.com or call 1.800.443.SEMI  

SMSC 80 Arkay Drive, Hauppauge, NY 11788

For RoHS compliance and environmental information,  please visit  www.smsc.com/rohs
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Which USB331x Family Member is Right for Your Design?

PART NUMBER
USB3311

USB3315

USB3316

USB3317

USB3318

USB3319

REFERENCE CLOCK FREQUENCY
26MHz

24MHz

19.2MHz

26MHz

13MHz

13MHz

I/0 VOLTAGE
1.8V

1.8 - 3.3V

1.8V

1.8 - 3.3V

1.8 - 3.3V

1.8V

INTEGRATED USB SWITCH
YES

NO

YES

NO

NO

YES
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Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Microchip:   

  USB3313D-CP-TR

http://www.mouser.com/microchip
http://www.mouser.com/access/?pn=USB3313D-CP-TR
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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