Instruction Sheet

Ground Blade Repair Kits 13205341 and -2 for 408-4573
AMP Z-PACK* HS3 6-Row and 10-Row Headers 08 NOV 99 RevO

Extraction Tool

Insertion Too!

Figure 1
1. INTRODUCTION 3. CONTACT REMOVAL (Figure 2)
This instruction sheet covers AMP* Ground Blade 1. Align the extraction tool tips with the ground
Repair Kits 1320534-1 and —2. The kits are used 1o blade being removed.
insert and extract ground blades from Z-PACK HS3
headers. See Figure 1 for cross—reference of repair 2. Close the extraction tool handles and rest the
kits and connectors. tips on top of the respective ground blade.
NOTE Figures and iffustrations are for identification Onl'y, 3. Relax pressure on the handles and allow the
and are not drawn fo scale. tips to slide down to the headsr housing.
4. Gently squeeze the handles and pull the contact
2. DESCRIPTION straight out of the housing.
Each kit features a spring-loaded insertion tcol and . . . .
an exiraction tool. CAUTION Genﬂypuﬂ stralght while extracting ground pins.
Excessive bending and prying could break the
NOT Tools listed in Figure 1 can be purchased contact off in the board or damage the board
separately. holes.
@1999 AMP Incorporated, Harrisburg, PA. This controlled document is subject lo change. TOOLING ASSISTANCE CENTER 1-800-722-1111 10f3
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Ground Blade Repair Kits 1320534-1 and -2

408-4573
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4. CONTACT INSERTION (Figure 3)

1. Slide the replacement ground blade into the tool
tip under the retaining spring.

2. Align the tool tip with the connector housing.

3. Holding the tooling perpendicular to the insertion
surface, engage the ground blade into the housing.
See Figure 3.

4. Once the ground blade is started into the
housing, the tool should be depressed until an
audible clicking sound is heard. This indicates that
the ground blade is fully inserted.

5. Remove the tool from the ground blade, making
sure notto damage the other contacts.

5. MAINTENANCE

The ground blade repair kit tools require very little
maintenance. They should be cleaned with a dry
cloth, and stored in a cool, dry place. Tightening of

the insertion tocl pusher may have to be done
periodically.

6. REPLACEMENT AND REPAIR

Replacement paris are listed in Figure 4. Order
replacement parts through your AMP representative,
or call 1-800-526-5142, or send a facsimile of your
purchase order tc 1-717-986-7605, or wtite to:

CUSTOMER SERVICE (38-35)
AMP INCORPORATED
F.O.BOX 3608

HARRISBURG, PA 171056-3608

For tool repair service, please contact an AMP
representative at 1-800-526-5136.

7. REVISION SUMMARY

Per EC 0990-0964—99:
* |nitial release of instruction sheet
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Ground Blade Repair Kits 1320534-1 and -2

408-4573

Extraction Tool

Insertion Tool
REPLACEMENT PARTS
QTY PERKIT QTYPERKIT
ITEM PART NUMBER DESCRIPTION (PN 1320534-1) (PIN 1320534-2)

1 1320233-1 INSERTER, Blade 5 Slot —_— 1
2 1320236-1 INSERTER, Blade 3 Slot 1 e
3 13202341 SPRING, Clip 5 Slot e 1
4 1320237-1 SPRING, Clip 3 Slot 1 e
5 8-21002-8 SCREW, Cap, Socket, Bution Head 1 1
6 23057-2 PLUNGER, Ball 1 1
7 380302-8 CONTACT REPLACEMENT TOOL 1 1
8 1-22642-9 SET SCREW 1 1
9 6750371 PUSHER 1 1
10 1320520-1 EXTRACTION TOOL, Ground Pin, 10 Row —_— 1
11 1320528-1 EXTRACTION TOOL, Ground Pin, 6 Row 1 e

Figure 4
Rev O 3¢cf3
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© BMECTE Mbl CO3LLAEM BYOYLLEE B8 info@moschip.ru

O6LLecTBO C orpaHMYeHHON oTBETCTBEHHOCTBIO «MocHuny WMHH 7719860671 / KIMNM 771901001
Appec: 105318, r.Mockea, yn.LLlepbakoBckas 4.3, odmc 1107

[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinickon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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