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External power supply ACF-3

Optional Accessories Part Number

A M P R O B E® MODEL ACF-3000 SR
FL E X I B L E CU R R E N T TR A N S D U C E R

4Accessory for the DM-III

4Current measurement from 15A to 3000Afor each of the three phases

4Neutral wire current measurement down to milliamps

4Flexible head fits all small conductors and large bus-bars up to 7” in diameter

4Recommended one ACF-3000 SR for single phase system, and three for three 

phase systems

4Output Sensitivity (AC coupled): 0.333 mV per Amp

4Safety: CATIII 600
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Head Cable Colour..............................................................: Yellow
Head Cable Length (double insulated)..............................: 24 inches  (610mm)
Head Cable Diameter.....................................................: 0.562 inches (14.3 mm)
Head Bend Radius ..............................................................: 1.5 inches (38.1 mm)
Cable Length (head to electronics) ..................................: 78.7 inches (2 meters)
Output Connection ..............................................................: Hypotronics D01EEB306FST
Operating Temperature Range .................:-4 to 194º F (-20 to +90º C)  head
................................................................ -4 to 185º F (-20 to +85º C) electronics
Storage Temperature Range............. -40 to 221º F (-40 to +105º C) head
..................................................................: -4 to 185º F (-20 to +85º C) electronics 
Operating Humidity.............................................: 15% to 85% (non condensing)
Weight.............................................................:0.40 Lb (180 g) head, 

The ACF-3000 SR is an AC current probe utilising the Rogowski principle. It can be used to measure currents up to
3000A.
* Specifications subject to change without notice

Safety Standards
BSEN61010-1: 1993, 600V Cat III, Pol. Deg 2
Use of the probe on uninsulated conductors is limited to 600 V ACRMS or DC and frequencies below 1 kHz.

EMC Standards
EN 61326 : 1998

Electrical Characteristics

Current Ranges 3000 A ACRMS
Output Sensitivity (AC coupled) 0.333 mV per A
Load Impedance 100 kOhm minimum
Accuracy (at +25ºC) ± 1% of range (45 – 65 Hz)
Linearity (10% to 100% of range) ± 0.2% of reading
Noise 0.3 mV ACRMS

Frequency Range 10 Hz to 5 kHz (- 3 dB)
Phase Error < ± 1º (45 – 65Hz), ± 10º (at 5 kHz)
Position Sensitivity (with cable > 25mm from the coupling) ± 2% of range
External Field (with cable > 200mm from the head) ± 1% of range
Power Supply 2 x AAMN 1500 LR6 alkaline 4000 hours, 3000 hrs typical
Low battery indication Red LED
External power Battery eliminator, via 2.1mm connector, 3V DC: Socket type A16M500
Gain variation ± 0.08% of reading per 1.8º F (1º C)
Common mode voltage Voltage between Output and Earth must not exceed 30V
Working Voltage (see Safety Standards section) 600 V ACRMS or DC
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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