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Heavy Duty - ABS (1594 Series)

OTHER KEY FEATURES

• Rugged electronic instrument enclosures, designed for mounting printed circuit boards. Heavy duty with an average

  wall thickness of .12” (3.1 mm)

• Molded in flame retardant ABS plastic (material carries a UL flammability rating of 94V-0).

• Designed to meet IP54, watertight version meets IP65.

• Countersunk lid is secured with four M3 x 0.5” x 0.71” (18 mm) Philips machine screws threaded into tapped integral

  brass bushings.

• Stocked in black and grey with matte textured finish.

• Watertight version has a silicon rubber seal.

Molded in Flame

Retardant ABS

ACCESSORIES

P.C. Board Card Guides

Allow for vertical or horizontal

mounting of P.C. board.  Each

part number contains either 25

or 5 “sets”. Each “set” includes

four adaptors (2 - for the short

side, 2 - for the long side).

Molded from black ABS plastic.

Replacement Screws

Machine screw, used in flame

retardant ABS 1594 series

(ie...with brass inserts).

M3 - 0.5 x 20 mm

1594MS100 - Package  of 100

1594WMS100 - Package  of 100

(for watertight version).

Belt or Pocket Clip

Molded from tough nylon, includes 2

nylon screws and mounting template.

Black - 1599CLIP Grey - 1599CLIPGY

Enclosure uses machine screws

into brass bushings...

Brass bushings for repetitive

assembly and disassembly...

Lap joint construction...

Heavy duty - thick wall design...
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Heavy Duty - ABS (1594 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

NOTES: - Assembled height = dimension “C” + 0.47” (12.0 mm)

- Average wall thickness: 0.12” (3.1 mm)

Lid

(Inside View)

Body

(Inside View)

Section B-B

Section A-A

Optional P.C.

Card Guides

Detail B

Typical 4 Corners
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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