
Incremental
Type

Absolute 
Type

192

Detector

Push

Slide

Rotary

Encoders

Power

Dual-in-line
Package Type

TACT SwitchTM

Custom-
Products

Product Line

Product No.
Drawing

No.

Minimum
order unit
（pcs.）

Detent torque
（mN・m）

Number
of pulse

Actuator 
length
（mm）

2

1,200

1

3

1

3

1

2

3

1

3

1

Vertical

Number
of detent

12

24

Without

Standard
3 to 20

15

20

25

15

17.5

20

25

8.5
（Hollow shaft）

20

25

8.5
（Hollow shaft）

25

20

25 Lightest（jog）
3±2

Standard
3 to 20

Lightest（jog）
3±2

Lightest（jog）
10 max.

Standard
25±15

EC12E1220407

EC12E1220406

EC12E1220405

EC12E1240405

EC12E1240406

EC12E1220301

EC12E1240301

EC12E24204A7

EC12E24204A2

EC12E24204A8

EC12E24204A9

EC12E2420301

EC12E24404A8

EC12E24404A6

EC12E2440301

EC12E2430404

20
EC12E24104A6

EC12E2430401

Operating 
force of

switch（N）

Travel of
push-on switch
（mm）

Operating
direction

12

24

8.5
（Hollow shaft）

8.5
（Hollow shaft）

12mm Size Insulated Shaft Type
EC12 Series

Insulated shaft type with a wide variety of applications.

Encoder

0.5mA 5V DC

15,000cycles
30,000cycles（Lightest（jog））

30,000cycles

Rating

Items Specifications

Operating life

Typical Specifications

Without detent

With detent



Incremental
Type

Absolute 
Type

193

Detector

Push

Slide

Rotary

Encoders

Power

Dual-in-line
Package Type

TACT SwitchTM

Custom-
Products

75

153.5

2

3.5 surface
Mounting

ø6.6

(0.6)

(0.8)

12.4

(8.2)

14

(1
0.

2)

13
.2

ø
6

4.
5

3.5 LM1
R15 (5)

(0.8)

2

3.5

ø6.8 ø
6

4.
5

Mounting surface

14
12.4
(8.2)

(1
0.

2)

13
.2

Product Line

With Switch Type

Product No.
Drawing

No.
Number
of detent

Number
of pulse

Actuator
length（mm）

4Vertical
24

12

20

25

25

20

30

25

30

Standard
3 to 20

Standard
25±15

Heavy 40±15

24

12

Without

EC12E2420802

EC12E1220813

EC12E2420801

EC12E2430804

EC12E2420803

EC12E2430803

EC12E2460802

Operating 
force of switch（N）

Travel of push-on
switch（mm）

Operating
direction

5Vertical30

5±3

10±5
3

0.51517.5
EC12D1564402

EC12D1524403

5±3

10±5
6

EC12D1564404

EC12D1524406

Detent torque
（mN・m）

950

Minimum order
unit（pcs.）

1,280

Minimum order
unit（pcs.） Product No.

Drawing
No.

Number
of detent

Number
of pulse

Actuator
length（mm）

Operating 
force of switch（N）

Travel of push-on
switch（mm）

Operating
direction

Detent torque
（mN・m）

Refer to P.194 for product varieties.

Dimensions
7.

5

5

2.
1

2 2
13.2

BA C

3-ø1 holes

13.2
2 2

7.
5

2.
1

5
A C B 3-ø1 holes

Photo Style

Short shaft

High collar type

No.

1

2

PC board mounting hole
dimensions

（Viewed from mounting face）

Unit:mm

With Bushing Type

LM1
17.5

R1

5
20 7
25 12

Nuts and washers are not included. If required, please contact us.
Note

12mm Size Insulated Shaft Type EC12 Series
Encoder



Incremental
Type

Absolute 
Type

194

Detector

Push

Slide

Rotary

Encoders

Power

Dual-in-line
Package Type

TACT SwitchTM

Custom-
Products
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Product Varieties

Shaft Dimensions

Flat Type Unit:mm

With  high collar type

LM1 R1

17.5

20

22.5

25

5

7

7

12

1230

With bushing type

LM1 R1

20

25

30

35

LB

7

7

12

12

7

12

12

12

Detailed dimensions

Excluding the 12 detent type

Detailed dimensions
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R�
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3.5

4.
5

ø
6

1
3.5

2

5.5 LB

LM1

Mounting surface

R1

Dimensions Unit:mm

No.

3

4

5

Photo Style
PC board mounting hole dimensions
（Viewed from mounting side）

��� ���
�

�������
����	

� 

�

���

����	

���

������� ������

��

����

����	


���

�

��
�
��
	

�
�
��

�
��

�
��

�������� 	
� �����	

� ������ ����

�

���

�
�

���

�

���

���

�

�
��

�
�

�������

��
����� �
�����

R�

 

�

! �
�
��
"

��

�
�
��

����

!���"

�
��

���

�

##

$

$

13.2

2 2

7.
5

2.
1

5
A C B 3-ø1 holes

13.2
2

3-ø1

2

2.
1

5
CA B

7.
5

holes

Hollow shaft

With bushing

With push-on switch 
type
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LM1
20
25

R1

7
12

530 12

12mm Size Insulated Shaft Type EC12 Series
Encoder



Incremental
Type

Absolute 
Type

177

Detector

Push

Slide

Rotary

Encoders

Power

Dual-in-line
Package Type

TACT SwitchTM

Custom-
Products
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List of Varieties

Incremental

Without
With（0.5, 1.5）

11.7

14.212

4.5

Vertical

9/18
15/3015/30

181 187

11mm size

Single-shaft

2.0

19.2

10

Without
With（1.5）

Without
With（1.5）

18/18

190

20mm size

EC20A/RK203EC11G EC11J EC11K

Soldering

Dimensions
（mm）

O
u

tlin
e

sp
e
cifica

tio
n

s

Shaft types

Operating direction

Number of pulse/
Number of detent

Push switch
（Travel mm）

Optional
functions

W

D

H

Manual soldering

Type

Photo

Output

Changeover angle

Page

Series

Dip soldering

Reflow soldering

12.4 12.5

13.2 11.7

5

12/12
24/24 15/30

192

12mm size

Insulated shaft

EC12E EC12D

Without With（0.5）

Metal shaft

Operating temperature range

Voltage proof

Maximum operating current（Resistive load）

M
e
ch

a
n

ica
l

p
e
rfo

rm
a
n

ce
Environm

ental
perform

ance

Output signal

Output wave

Sliding noise

Rotational torque

Detent torque

Push-pull strength

Cold

Dry heat

Damp heat

Insulation resistance

Circuit・number of contacts

Travel（mm）

Operating force（N）

Rating

Contact esistance

Operating life

E
le

ctrica
l
p

e
rfo

rm
a
n

ce

–30℃ to＋85℃

10mA

350℃max. 3s max.

100N

12±5mN・m

300V AC for 1minute

–40±3℃ for 240h

85±3℃ for 240h

60±2℃, 90 to 95% RH for 240h

Please see P.189

100MΩmin. 250V DC

Output of A and B signals, proportionate to phase difference

–40℃ to＋85℃ –30℃ to＋80℃

7 mN・m＋ 3
－ 4

10±7mN・m

260±5℃, 5±1s 260±5℃, 5±1s

1mA 5mA

50V AC for 1minute

10MΩmin. 50V DC

40±20mN・m

Single pole and single throw（Push-on） Single pole and single throw（Push-on）

1.5±0.50.5±0.3

4±25±2

0.1A 5V DC

100mΩ for initial period; 200mΩ after operating life

1,000,000
times
min. 

500,000
times
min. 

0.5±0.3 1.5±0.5

6＋ 2.5
－ 2 4±2 4±2

0.5±0.3 1.5±0.5

5±2
0.5A 16V DC

（1mA 16V DC min. ratings）
0.5A 16V DC

（1mA 16V DC min. ratings）

20,000times min.
1,000,000

times
min.

20,000times
min.

V1＝V2＝1.5V max.

At R = 10kΩ
Chattering : 3ms max.
Bounce : 2ms max.

At R = 5kΩ
Chattering : 3ms max.
Bounce : 2ms max.

Standard detent Without detent

–10℃ to＋70℃

With push-on switch

–40℃ to＋85℃

10mA

100MΩmin. 250V DC

300V AC for 1minute or360V AC for 1s.

80N 100N

3±2mN・m
3 to 20mN・m

5±3mN・m
10±5mN・m

10mN・m max. 
25±15mN・m
40±15mN・m

260℃±5℃, 3±1s

–40±3℃ for 240h±10h

85±3℃ for 240h±10h

60±2℃, 90 to 95%RH for 240h±10h

0.5±0.3

3＋ 1.5
－ 1.0 6＋ 2.5

－ 2

1mA 5V DC

100mΩ for initial period; 200mΩafter operating life

30,000times min.

P
u

sh
-o

n
S

w
itch

S
p

e
cifica

tio
n

s

100,000
times
min.

Please see P.191

Please see P.191

Encoders



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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