
 

    
  
  

  

 

  
 

  

 
• Fixed and flexible two-wedge locking design provides a low threading force 
• Teeth on both sides of cable tie body provide additional locking strength and improved flexibility to conform 
to irregular bundle shapes such as securing cables to cable tray systems  
• Releasable head position for temporary bundling of cables prior to final locking; no need to replace ties 
when adding cables/wires to the bundle 
• Teeth on full length of body support a wide range of bundle diameters  
• Bending serrations on the tip of the tie allows the tip to be easily formed into an arc, enabling installer to 
"fish" the tie around the bundle in a confined space 
• Threading hole in the tip of the tie allows an installer to hook the tip with a simple device to pull the tie 
through spaces with limited access 
• In-Line tie design for parallel-entry of the tie into head resulting in a lower profile on cable bundles 
• Complementary mounts available  
 
   
   

http://www.panduit.com/default.asp


Part Number: HV9250-C0 

Product Family: Hyper-V™ In-Line Cable Ties 

Product Line:  Hyper-V In-Line Cable Ties 

  
RoHS Compliancy Status:  Compliant 

  
Part Description:  Hyper-V™ In-Line Cable Tie, 33.1", Light-Heavy cross section 

  
Product Type:  Cable Ties 

  
Material:  Weather Resistant Nylon 6.6 

  
Color:  Black 

  
CSA Certified:  No 

  
UL Listed (File #E56854):  No 

  
UL Recognized (File #E56854):  No 

  
Length (In.):  33.1 

  
Length (mm):  841 

  
Width (In.):  .350 

  
Width (mm):  8.9 

  
CE Compliant:  Yes 

  
Cross Section:  Light-Heavy 

  
Head Height (In.):  .318 

  
Head Height (mm):  8.0 

  
Head Width (In.):  .571 

  
Head Width (mm):  14.5 

  
Locking Style:  Locking 

  
Material Flammability Rating:  UL94-HB 

  
Max. Bundle Diameter (In.):  9.80 

  
Max. Bundle Diameter (mm):  250 

  
Max. Continuous Use Temperature:  185°F (85°C) 

  
Min. Loop Tensile Strength (Lbs.):  160 
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Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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