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Cable Bundle Organizing Tool

• Reduces cable installation time up to 50% compared to traditional
methods

• Arranges 24 cables prior to applying Panduit network cable ties
• Optimizes bundle size and improves installed appearance
• Two inserts handle multiple network cable diameters

• Unique design allows twist-free bundling from the end or the 
middle of bundle

• Smooth edges; safe for use on network cables preventing 
cable abrasion

• Ergonomic fit and compact design
• Impact resistant material and low friction design to glide smoothly

across cable bundle

**When using the CBOT24K on 10 Gigabit cables, it is recommended that Panduit 10Gig™ Category 6A cables be used for
optimum performance of installed cable. See www.panduit.com for cable details.

Part
Number Description

Recommended for
Cable Outer

Diameter Range

Use the
Following

Insert

Insert Used with the
Following 

Panduit Cable Types

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

CBOT24K Kit contains
jacket cover
with hook 
and loop
fastener and
two inserts.

0.180" – 0.248"
(4.57mm – 6.30mm)

Fluorescent
Green

TX5500™ Category 5e UTP
TX6000™ Category 6 UTP

1 10

0.230" – 0.310"
(5.84mm – 7.87mm)

Fluorescent 
Yellow

TX6500™ Enhanced
Category 6

TX6A™ 10Gig™ Category 6A**
All Shielded Cables

The steps below outline how easy it is to use the Panduit cable bundle organizing tool starting from the middle of the bundle outwards, using
two tools. For starting at the end of the bundle, follow the same steps using only one tool. (Use above table to select appropriate insert based
on cable diameter/type.)

Step 1
Use the unique pocket and boss
features to align two same color
inserts. Hold both together.

Step 2
Insert cables, one at a time, into the
pre-formed slots of both inserts until
all cables are installed.

Step 3
Pull the two inserts apart.

Step 4
Place the jacket cover around each
insert and secure with the attached
hook and loop fastener.

Step 5
Guide the tool along the bundle
length to organize the cables,
stopping at desired intervals to
apply Panduit Network Cable Ties.

Step 6
When completed, slide tool off of
cable bundle. The Panduit cable
bundle organizing tool reduces
installation time up to 50% and
delivers a professional, 
organized installation.
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Installation Instructions
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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