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1. Product Introduction 
 

 
The AH330 features a sleek and clean design with steady style and satisfies the needs of high-
capacity with low profile. It is the best solution for business professionals and mobile users.  The 
Apacer AH330 USB 2.0 flash drive is the most compact masterpiece among the same level products, 
making it the prime choice for portable storage products and offering a vogue and fascinating digital 
life. 

 

The lightweight and durable AH330 adopts aluminum alloy materials, which create a unique and 

exquisite metallic appearance showcasing the high-tech element. The engraved lines on the body 

reflect the nature of high-speed, trimmed with arc design to enhance the texture and enrich its light and 

shadow changes. With the strap hole at the end of the flash drive, users can freely attach straps or a 

key chain to show their personal style. The Pen Cap Design allows the cap to be tucked in the back of 

the casing to prevent accidental loss. 

 

 

 

2. Features 
 

� Hi-speed USB 2.0 interface and backward compatible with USB1.1 

� Easy plug & play 

� USB powered.  No external power or battery required 

� Durable & exquisite metallic appearance with aluminum alloy 

�  Pen Cap Design with strap hole at the end of the drive 

� RoHS compliant 
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3. Specifications 
 

Specifications 

Interface  High-speed USB 2.0 certified 
Backwards compatible with USB 1.1  

Power supply  USB bus powered  
No external power required  

Operating Systems 
Supported  

Windows XP/ Vista/ 7 / 8, Mac 10.4 or above  
Linux Kernel 2.6.33 or above 

Capacity  8GB ~64 GB 
Operating Temperature  0° C to +60° C    (32° F to 140° F)  

Storage Temperature  -20° C to +60° C (-4° F to +140° F)  

Dimensions  (L)59 x (W)18.4 x (H)9.1mm 

Weight  10g 

Certificate CE, FCC, BSMI, C-Tick 

 
 
 

4. Physical Dimension 
 

 
Unit: mm 
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5. Revision History 
 
Revision No History Date Remarks 

1.0 Official Release April. 08, 2014  

    

    

 



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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