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High-density 128-CH Isolated DIO/DI/DO Cards
PCI-7442/7443/7444

Features
■ Supports universal 32-Bit 3.3 V and 5 V PCI bus, plug-and-play
■ High-density, opto-isolated digital input and/or digital output
	 •	PCI-7442:	64-CH	digital	input	and	64-CH	digital	output
	 •	PCI-7443:	128-CH	digital	input
	 •	PCI-7444:	128-CH	digital	output
■	 1250	VRMS isolation voltage
■ Programmable Change-of-State (COS) detection for all  
 digital input channels
■	 Voltage	protection	of	up	to	28	V	for	isolated	input
■ Dry contact input (PCI-7442 only)
■	 Up	to	300	mA	high-output	driving	capability	for	all	output		
 channels
■	 250	mA	sink	current	on	isolated	output	channels
■	 Digital	output	status	read	back	function
■ Digital output value retained after hot system reset
■ Programmable power-up DO initial status
■ Programmable safety DO status functions when
	 WDT interruption occurs
■ Watchdog timer counter prevents system crashes
 (PCI-7442/PCI-7444 only)
■ 32-CH programmable TTL I/O function
■ Board ID feature

■	Supported Operating System    

	 •	Windows 7/8 x64/x86, Linux

■	Driver and SDK  

	 •	LabVIEW, MATLAB, C/C++, Visual Basic, 

         Visual Studio.NET

■	Software Utility  

	 •	AD-Logger

Terminal Boards & Cables
■	DIN-68S-01
	 Terminal Board with One 68-pin SCSI-II Connector
 and DIN-Rail Mounting (Cables are not included.)
■	ACL-10568NF-1
	 68-pin SCSI-VHDCI flat cable
* For	more	information	on	mating	cables,	please	refer	to	P3-48/49.

Ordering Information
■ PCI-7442
 64-CH Isolated DI and 64-CH Isolated DO card

■ PCI-7443
 128-CH Isolated DI card

■ PCI-7444
 128-CH Isolated DO card

PCI-7442

PCI-7443

PCI-7444

Specifications
 Isolated Digital Input

 ■ Number of channels
	 	 •	64 (PCI-7442)
	 	 •	128 (PCI-7443)
 ■ Maximum input range: 28 V, non-polarity
 ■ Digital logic levels: 0 V to 28 V, non-polarity
	 	 •	Input high voltage: 5 V to 28 V
	 	 •	Input low voltage: 0 V to 1.5 V
 ■ Input resistance: 4.7 kΩ @ 0.5 W
 ■ ESD protection CKT switch (forward)
 ■ Isolation voltage: 1250 VRMS channel-to-system
 ■ Interrupt sources: 64/128-channel Change-of-State
  (COS)
 ■ Data transfer: programmed I/O

 Isolated Digital Output

 ■ Number of channels: 
	 	 •	64 (PCI-7442)
	 	 •	128 (PCI-7444)
 ■ Output type: open drain Power MOSFET driver
 ■ Output range: 5 V to 40 V
 ■ Sink current: 250 mA for all channel @ 100% duty
  (300 mA max.)
 ■ Isolation voltage: 1250 VRMS channel-to-system
 ■ Data transfer: programmed I/O

 Isolation +5 V Power Supply (PCI-7442/7444 only)

 ■ Output Voltage: +5 V

 ■ Output Current: 100 mA max. (@ 40˚C)

 Safety Functions (PCI-7442/7444 only)

 ■ Programmable power-up DO status

 ■ Watchdog timer
	 	 •	Base clock available: 10 MHz, fixed
	 	 •	Counter width: 32-Bit

	General	Specifications

 ■ I/O connector: 68-pin Dual port VHDCI female

 ■ Operating temperature: 0˚C to 60˚C (32˚F to 140˚F)

 ■ Storage temperature: -20˚C to 80˚C (-4˚F to 176˚F)

 ■ Relative humidity: 5% to 95%, non-condensing

 ■ Power requirements

 ■ Dimension: 175 mm x 107 mm (6.82” x 4.17”)

Device

PCI-7442
PCI-7443
PCI-7444

+5 V

800 mA typical
550 mA typical
800 mA typical
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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