
General Cable offers a line of coaxial cables 
specifically designed to meet the 
demands of Direct Broadcast Satellite 
(DBS) applications. The growth in small 
satellite installations has created the need for 
cables that will handle the increased band-
width and special installation requirements for 
these types of systems.

For example, General Cable offers single and 
dual coaxial constructions, both with and 
without an integral ground wire. These cables 
are continuously sweep tested to 2200 MHz for 
attenuation. This ensures that the cable will 
meet the bandwidth requirements of today as 
well as tomorrow.

In addition, these cables carry the latest 
industry and regulatory approvals and are 
backed by General Cable’s uncompromising 
promise of quality and attention to detail.

For more information, contact your local General Cable representative.
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RG 6/U Type for Direct Broadcast Satellite Applications

NEC Type CL2/CATV/CM

Applications

• Direct Broadcast Satellite

• Analog, Digital and Hybrid Cable TV Systems

• FM Broadcast

• MATV

Compliances

• NEC Article 725, Type CL2 (UL: 75˚C, 150V)

• NEC Article 800, Type CM (UL: 75˚C, 300V)

• NEC Article 820, Type CATV (UL: 75˚C, 150V)

• Canada CEC, Type CM

Packaging

• 1000 ft (305 m) Reels

• Other put-ups available - consult
Customer Service
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C5775
RG 6/U Type 
DBS 
NEC CL2 CATV, CM,
CEC CM

 
C5822
RG 6/U Dual Type
DBS
NEC CL2 CATV, CM
CEC CM

C5824
RG 6/U Type
DBS w/ Ground
NEC CL2, CATV, CM
CEC CM

Contains 17 AWG (.045") CCS ground wire.

C5826
RG 6/U Dual Type
DBS w/ Ground
NEC CL2, CATV, CM
CEC CM

Contains 17 AWG (.045") CCS ground wire.

inches mm pF/ft pF/m MHz db/100ft

Listed Type
CM

Listed Type
CL2

Listed Type
CATV
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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