
Datasheet Rev. IJ1
Issued 2009/10
www.tycoelectronics.com
www.schrackrelays.com

Dimensions are in mm unless
otherwise specified and are
shown for reference purposes
only.

Product specification
according to IEC 61810-1.
Product data, technical para -
me   ters, test conditions and

processing information only
to be used together with the
'Definitions' section in the cat -
alogue or at schrackrelays.com

in the ‘Schrack’ section.

Specifications subject to
change.

General Purpose Relays SCHRACK
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Rast 5 Power Relay 419 11 (EA/..)

n 2 pole 16 A
n Safety mains insulation
n Quick connect terminals 6.3 x 0.8 mm
n Contact gap > 3 mm
n 4 kV / 8 mm coil-contact
n Snap or screw mounting
n Product in accordance to IEC60335-1

Applications

Industrial and domestic appliances, heating controls,
absolute safe power supply disconnection

F0255-CI

Approvals 

V REG.-Nr. 5064 ÜG, Z E214024
Technical data of approved types on request

Contact data
Contact configuration 2 NO
Contact set bifurcated contacts
Type of interruption full disconnection
Rated voltage / max. switching voltage AC 250 / 400 VAC
Rated current 16 A
Limiting making capacity, max 4 s, duty factor 10% 25 A
Contact material AgCu3
Contact gap > 3 mm
Rated frequency of operation with / without load 15 / 600 min-1

Contact ratings
Type Contact Load Ambient Cycles

temp. [°C]
IEC 61810
0419 .. 03 2 NO 16 A, 250 VAC, cosϕ=1 85°C 250x103

0419 .. 04 2 NO 12 A, 250 VAC, cosϕ=1 85°C 250x103

0419 .. 03 2 NO 20 A, 250 VAC, cosϕ=1 85°C 6x103

0419 .. 12 & 13 2 NO 16 A, 250 VAC, cosϕ=1 85°C 250x103

0419 .. 12 & 13 2 NO 12 A, 400 VAC, cosϕ=1 85°C 250x103

0419 .. 12 & 13 2 NO 20 A, 250 VAC, cosϕ=1 85°C 6x103

Coil data
Rated coil voltage range DC coil 6...60 VDC

AC coil 24...400 VAC
Operative range to IEC 61810 DC coil / AC coil 1 / 2

Coil versions, DC-coil
Coil Rated Operate Release Coil Rated coil

code voltage voltage voltage resistance power
VDC VDC VDC Ohm mW

10 6 3.5 0.4 50+10% 720
11 10 6.0 0.7 150+10% 667
12 12 7.5 0.9 200+10% 720
13 24 15.0 1.8 800+10% 720

Coil versions, AC-coil
Coil Rated Operate Release Coil Rated coil

code voltage voltage voltage resistance power
VAC VAC VAC Ohm VA

01 200.50 / 60 Hz 160.0 15.0 4050+10% 2.2
03 220..240.50 / 60 Hz 187.0 16.0 4500+10% 2.2
04 100..120.50 / 60 Hz 80.0 7.0 850+10% 2.2

All figures are given for coil without preenergization, at ambient temperature +23°C
Other coil voltages on request
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SCHRACK

Rast 5 Power Relay 419 11 (EA/..) (Continued)

Insulation 
Dielectric strength coil-contact circuit 4000 Vrms

open contact circuit 2000 Vrms

adjacent contact circuits 4000 Vrms

Clearance / creepage coil-contact circuit W 6 / 8 mm
Material group of insulation parts IIIa
Tracking index of relay base PTI 250
Insulation to IEC 61810-1

Type of insulation coil-contact circuit reinforced
open contact circuit full disconnection 3 mm
adjacent contact circuits reinforced

Rated insulation voltage 250 V
Pollution degree 3
Rated voltage system 230 / 400 V
Overvoltage category III

Other data
Mechanical endurance DC-coil 2x106 cycles

AC-coil 0,5x106 cycles
Material

RoHS - Directive 2002/95/EC compliant as per product date code 0349
Environment

Ambient temperature range -20...+85°C
Vibration resistance (function) NO (5...500Hz) 2 g
Shock resistance (destruction) 80 g
Category of protection RTI - dust protected

Processing
Mounting snap or screw mounting
Relay weight 92 g
Packaging unit 50 pcs

Dimensions

S0470-A
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Rast 5 Power Relay 419 11 (EA/..) (Continued)

Product key Typical product key 0419 1 1 03 0 1 00

Type
0419 Rast 5 Power Relay 419 11 (EA/..)

Mounting
1 Snap mounting, 1.0 mm panel
2 Snap mounting, 1.5 mm panel
3 Screw mounting

Version
1 2 coil connectors
2 3 coil connectors

Coil
Coil code: please refer to coil versions table

Contact material
0 AgCu 3

Contact connectors
1 Silver plated

Version
00 Standard

Other types on request

Product key Version Cont-material Cont.configuration Coil Coil Part number
0419 11 0301 00 Snap Mounting AgCu3 2 NO AC-coil 230 VAC 3-1415419-5
0419 11 1201 00 1.0 mm plate contacts DC-coil 12 VDC 4-1415419-0
0419 11 1301 00 24 VDC 4-1415419-2
0419 31 0301 00 Screw Mounting AC-coil 230 VAC 4-1415419-9
0419 31 1301 00 DC-coil 24 VDC 5-1415419-5



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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