
Molex Confidential Information

© 2016 Molex – All Rights Reserved. Unauthorized 

Reproduction/Distribution is Prohibited.
1

Transcend®

Wireless Occupancy Sensor, Ceiling Mounted       

Transcend® Ceiling Mounted Occupancy Sensors are 

wireless and self-powered, providing a cost-effective 

way to control energy use in unoccupied rooms

The Transcend® Ceiling Mounted Occupancy Sensor harvests solar energy 

from indoor light and uses radio frequency technology to communicate wirelessly 

with other Transcend devices, helping building automation systems to reset 

temperature, turn off lights and control other electrical loads upon detecting that 

a space has been unoccupied for a set period of time

Features and Benefits

Wireless, interoperable
Communicates with other Transcend® devices and with 
Transcend Network Connected Lighting system

Self-powered
Needs no wiring or battery support in a light-harvesting 
environment

PIR motion sensor with 360° viewing angle Maximum efficiency in different room settings

Two molded buttons with LED indicators Ability to link and configure the device locally

Internal tray
Provides power from supplemental coin battery in low-
light settings

Specifications

Power Supply 
Indoor light energy harvesting; (Optional) Supplemental battery (CR2032) or 2-wire 
connector for external power or remote solar cell (3 - 5VDC)

RF Communications 902MHz, 868MHz

Transmission Range 80 ft. (25m)

Motion Detector Range 34 ft. (10m) diameter

Sustaining Charge Time 3 hours per 24 hours @ 200 lux

Charge Time to Full 25 hours @ 200 lux

Unoccupied Transmission 10 and 30 minutes since last motion detection 

Operating Life in Darkness 80 hours (after full charge)

EnOcean Equipment Profile (EEP) A5-07-01

Minimum Operating Light 50 lux (for auto-off only) 

Agency Compliance
902MHz: Contains FCC: SZV-STM300U IC: 5713A-STM300U 868MHz: CE Certified, R&TTE 
Compliant

Dimensions 6.5” H x 2.36” W x 1.47” D (160mm x 60mm x 37mm)

Mounting Height 7 to 10 ft. (2 to 3m) recommended

Ordering Information

Molex Number Description

180997-0004 Occupancy Sensor, Ceiling Mount, 902MHz 

180997-0104 Occupancy Sensor, Ceiling Mount, 868MHz
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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