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 Initial                      Date

tolerance     X:  ±0.5 mm      .X:  ±0.3 mm      .XX:  ±0.05 mm
applicable unless otherwise indicated in specification or on drawings

Tensility International Corporation reserves the right to substitute 
parts which are functionally equivalent to the ones specified.

Units:  mm

Specifications:

connector description (1) dc plug, 5.5x2.5xBL7.5xL30 locking style, brass nickel plated, threaded nut 5/16-32,         
P/N 50-00011

overmold (2) 30P, PVC, black 

wire description (3) 1C, 18 AWG, UL1185, 300V, 80C, 3.4 mm, shielded, VW-1, PVC, 60P, P/N 30-00004

cable outer diameter Ø3.4 mm

cable color black

cable length 2000 ± 50 mm

twist tie (4) black

heat shrink (5) Ø4.0, 10 ± 2 mm

heat shrink (6) Ø2.0, 30 ± 5 mm

current rating 5 A @ 12 Vdc

Notes:
Function test:  no open, no reversed polarity, no short circuit, no INT
RoHS compliant
Hi-Pot test: 600 Vac, 0.5 mA, 1 second

Mechanical drawing:
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Spec sign-off verifies that you have reviewed the entire specification, tested a sample of the product, and confirm that it meets your 
requirements.  This specification reflects the part as it will be ordered.   Orders will not be processed until the specification pages have 
been initialed and the approval page has been signed.  This specification is confidential and is not to be transmitted without prior 
approval from Tensility.  

Signature							       Title

Name								        Date

Company							       Branch

Specification Approval

Revision notes:

Rev Date Description

A May 28, 2009 initial release

A1 February 6, 2012 updated connector desciption

A2 July 30, 2012 updated to show wire part number 30-00004



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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