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Dimensions are shown for
reference purposes only.

Dimensions are in millimetres
unless otherwise specified. 

Specifications subject to
change.
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Key Features
� 4 Watts & 5 Watts Versions

� Solid Metal Element

� Non-Inductive

� Low Temperature Coefficient 

� High Reliability

� Custom Design
(Subject to Volume)

� 4 Watt Device Available
in Distribution

Type SBL Series

The SBL Series is a low ohmic

non-inductive resistor with a low

temperature coefficient in a fully

insulated ceramic housing. It is

ideal for applications in power supply

regulation, motor control current

monitoring, feedback control loops,

overload sensors and radio frequency

applications. The solid metal element

has welded copper terminals and is

encapsulated in a ceramic housing,

filled with compressed silica sand.

Temperature Rise

Dimensions

Characteristics - 
Electrical

Characteristics - 
Mechanical

Climatic Category: -55 / 250 / 56
Temperature Range: -55°C to +250°C
Derating: Linear from 70°C to 250°C

Resistance Values (4 Watt): R005, R01, R015, R018, R022, R033, R047, R051
Resistance Values (5 Watt): R01, R015, R018, R022, R033, R047, R051
Resistance Tolerance: ± 5%
Rated Dissipation (4 Watt): 4 Watts at 70°C
Rated Dissipation (5 Watt): 5 Watts at 70°C
Dielectric Strength: 2000 Volts
Insulation Resistance: < 10000 Mohms
Maximum Continuous Working Voltage: √Power x Resistance AC RMS

Characteristics - 
Environmental

Resistance to Solder Heat: 260°C ( ∆R ± 0.2% typical)
Terminal Strength: 3lb pull test
Solderability: Meets MIL Std 202
Marking: Black ink on ceramic body - Manufacturer, 

Resistance Value and Tolerance

SBL 4 R051 J

Common Part

4 - 4 Watts

5 - 5 Watts

Power Dissipation

R005, R01, R015, R018,
R022, R033, R047, R051

(5 Watt Version only
R01 - R051)

Resistance Value Tolerance

SBL - Standard
J ±5%

F ±1%

How to Order
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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