
FIBERGLASS  OMNIDIRECTIONAL 
ANTENNAS

FG8240

Electrical
Frequency Range 824-896 MHz

VSWR < 2:1 Max

Nominal Gain 0 dBd

Maximum Power 100 W

Nominal Impedance 50 Ω

Polarization Vertical

Pattern Omnidirectional

Half-Power Beamwidth 
(Elevation° x Azimuth°) 110° x 360°

Termination N Female connector

Lightning Protection Lightning Arrestor LABH350NN 
(Sold separately)

Mechanical
Height 13-3/8”

Diameter 1.310”

Weight 0.65 lbs

Rated Wind Velocity 125 mph (210 kph)

Rated Wind Velocity  
(with 0.5” radial ice) 85 mph (137 kph)

Wind Resistance 0.1217 sq. ft.

Mounting Information Optional FM2SP
Mounting Kit
(Sold separately)

Elevation Pattern (Y, Z, or H-plane)

ANT-DS-FG8240 0616
Any information furnished by Laird Technologies, Inc. and its agents is believed to be accurate and reliable. All specifications are subject to change without notice. Responsibility for the use 
and application of Laird Technologies materials rests with the end user, since Laird Technologies and its agents cannot be aware of all potential uses. Laird Technologies makes no 
warranties as to the fitness, merchantability or suitability of any Laird Technologies materials or products for any specific or general uses. Laird Technologies shall not be liable for 
incidental or consequential damages of any kind. All Laird Technologies products are sold pursuant to the Laird Technologies’ Terms and Conditions of sale in effect from time to time, a 
copy of which will be furnished upon request. © Copyright 2016 Laird Technologies, Inc. All Rights Reserved. Laird, Laird Technologies, the Laird Technologies Logo, and other marks are 
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provides a license under any Laird Technologies or any third party intellectual property rights.

Azimuthal Pattern (Y, Z, or E-plane)

FEATURES AND BENEFITS:
•  Every FG fiberglass base antenna is tested on a 

network analyzer before shipping to assure the best 
performance.

• Special UV Treated - stands up to the sun
•  Durable gold anodized sleeve and cap with

N Female connector
• Custom tuning available
• FedEx / UPS Shippable 

APPLICATIONS:
•  Omnidirectional (circular) outdoor antenna 

applications used by private organizations 
and government agencies around the globe.

•   Typical applications include land based and 
marine radio and data transmissions for 
public safety agencies, commercial 
organizations, and the military.  

FIBERGLASS BASE STATION ANTENNAS FEATURE INDUSTRY-LEADING DESIGN 
COMPONENTS THAT PERFORM IN EXTREME CONDITIONS
Laird's fiberglass base station antennas are collinear designs enclosed in a high density fiberglass, which is 
covered with a protective ultraviolet inhibiting coating.

The radiating elements are made from high efficiency copper and are carefully phased to provide maximum 
gain in the horizontal plane. The mounting sleeves are tuned to eliminate RF currents from the transmission 
line, resulting in a “cold” sleeve allowing great freedom in mounting. This high quality and well-focused 
beam provides the  highest gain and best efficiency.

FG8240 
(Shown with optional 
FM2SP mounting kit) 

 0

 80°

 70°

 60°

 5
0°

 4
0°

 3
0°

 2
0
° 1
0
°

 3
5
0
°

 3
4
0
°

 3
30

°

 3
20

°

 3
10

°

 300°

 290°

 280°

 270°

 260°

 250°

 240°

 230°

 220°  210°  2
0
0
°

 1
9
0
°

 1
8
0
°

 1
7
0
°

 1
6
0
°

 150°

 140°

 130°

 120°

 110°

 100°

 90°

-2

-6

-8
-10

-20

-30
-40
-50

-4

Normalized to 0dBd 

Americas: +1.847 839.6925 
IAS-AmericasSales@lairdtech.com 

Europe: +44.1628.858941 
IAS-EUSales@lairdtech.com 

Asia:  
IAS-AsiaSales@lairdtech.com 

Middle East and Africa: +44.1628.858941 
IAS-MEASales@lairdtech.com 

www.lairdtech.com 
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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