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Commercial Vehicle Product Datasheet

Description
The MTR Series (2+2) Power Distribution Fuse Holder 
accommodates two MINI® fuses and two JCASE® fuses.  
The use of these fuse types provides an amperage range of 
2A to 60A in a compact package. The four fuses are bussed 
internally to the main input power stud. This allows the user 
to reduce wiring by making one input connection to power 
four fuse circuits.

The MTR (2+2) PDM is a sealed module enabling it to be 
used in heavy duty environments. TPAs are included to 
provide secondary locking of each wire terminal.

Features and Benefits
•	 Compact holder houses two JCASE® cartridge fuses and 

two MINI® bladed fuses

•	 Holder is gasket-sealed to protect fuses from moisture and 
contamination

•	 Fuses are internally bussed to a single main power stud – 
one input powers four fuse circuits

Web Resources
Download 2D print and technical resources at:  
littelfuse.com/mtr

Ordering Information

MTR SERIES POWER DISTRIBUTION MODULE
2-60A • MINI® & JCASE® Fuse • 4 Position • Sealed

Specifications Overview
Max Voltage:	 32V DC

Max Input Current:	 23°C at 100A
	 85°C at 70A

Input Hardware:	 M6x1.0 Bolt & Washer (sold separately) 
Input Torque:	 6-8 Nm

Mounting Torque:	 6-8 Nm

Operating Temp:	 -40°C to +85°C

Ingress Protection:	 IP67

Material:	 Body & Cover: UL94-V0 
	 Stud: Zinc-Plated Steel 
	 Bus Bar: In-Plated Copper 
	 Gasket: Silicone

Mating Terminals &  
Seals:	 JCASE®: Delphi Ducon 6.3 Sealed Male 
	 MINI®: Delphi Metri-Pack 280 Sealed Female

Dimensions in millimeters
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NOTES
SIZE TORQUE SIZE TORQUE 

BPDMA104HXF1 32 2-60 MINI® 

JCASE® 4
M6x1.0 

 Bolt & Lock Washer 
(sold separately)

6-8 Nm – 6-8 Nm 
Complete Assembly 

Base, cover & gasket shipped assembled 
TPAs shipped bulk

Visit Littelfuse.com for the most up-to-date product information. Littelfuse reserves the right to make product changes, without notice. 
Material in this document is as accurate as known at the time of publication.
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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