DATE REVISIONS REV
8—9-93 CHG'D LEAD LENGTHS/ A
8—27-93 CHG'D LEAD LENGTHS/ B
8—19-94 CHG'D HOLDER BOTTOM & SAFE OP. SPECS./ C
11-29-94 UPDATED SPECS./ D
2-8-95 CHG’D. HOLDER BOTTOM./ E
10—9-95 REF ECN 10100./ F
2—-6-96 REF ECN 10104./ G
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BILL OF MATERIALS:

1. SSH-LXH240 HOLDER, MATERIAL: BLACK NYLON 94V-0.
2. SSL—LX3044LID LED (2 PIECES).

RELIABILITY NOTE

OUR MANY YEARS OF EXPERIENCE DATA ACCUMULATION INDICATE
THAT SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND

FUTURE FAILURE. PLEASE PAY ATTENTION TO YOUR SOLDERING
PROCESS.
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DRAWING NUMBER REV

SSF—LXH240LIID G

ELECTRO—OPTICAL CHARACTERISTICS TA=25 °C |=20mA

PARAMETER MIN  TYP  MAX  UNITS  TEST COND

PEAK WAVELENGTH 635 (RED) nm

FORWARD VOLTAGE 20 28y

REVERSE VOLTAGE 5.0 Vr Ir=100uA

AXIAL INTENSITY 15 mecd l¢=20mA
1.0 mcd lf=2mA

VIEWING ANGLE 80 2x theta

EMITTED COLOR: RED

EPOXY LENS FINISH: RED DIFFUSED

LIMITS OF SAFE OPERATION AT 25 DEG. C

PARAMETER MAX UNITS

® PEAK FORWARD CURRENT ™ 150 mA
STEADY CURRENT 30 mA

© POWER DISSIPATION 105 mWw
DERATE FROM 25 °C -1.6 mwW/ e C

© OPERATING, STORAGE TEMP. —40 TO +85 °C

© LEAD SOLDERING TEMP. +260 °C

© 2.0mm FROM BODY 3 SEC. MAX
* t<10us

292 E. HELLEN ROAD
PALATINE, ILLINOIS 60067

OPTO COMPONENTS INC. (708) 359-2790

CONFIDENTIAL INFORMATION
THE INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF LUMEX OPTO/COMPONENTS, INC.
EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITING BY LUMEX OPTO/COMPONENTS, INC., THE HOLDER OF
THIS DOCUMENT SHALL KEEP ALL INFORMATION CONTAINED HEREIN CONFIDENTIAL AND SHALL PROTECT
SAME IN WHOLE OR IN PART FROM DISCLOSURE AND DISSEMINATION TO ALL THIRD PARTIES.

DATE: 1—12—93 DWN: CHK'D: APPD:

SCALE: N/A

T—3mm LED, RIGHT ANGLE FAULT INDICATOR,
RED DIFFUSED, SPECIAL LOW CURRENT SELECTION
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© BMECTE Mbl CO3LLAEM BYOYLLEE B8 info@moschip.ru

O6LLecTBO C orpaHMYeHHON oTBETCTBEHHOCTBIO «MocHuny WMHH 7719860671 / KIMNM 771901001
Appec: 105318, r.Mockea, yn.LLlepbakoBckas 4.3, odmc 1107

[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinckon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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