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Vertical SMT Plug
Series 9159

AVX developed the 9159 Series of SMT connectors for co-planar PCB

mating for the challenging Solid State Lighting (SSL) market. These

connectors needed to be small, low in height, carry up to 3 Amps/contact

and then function up to 125C for extended periods. This application has

been very unique to the SSL market where PCB’s are stacked end-to-end

to create linear strip lighting in everything from office to transportation

applications where products are exposed to harsh mechanical and

environmental environments.

This vertical plug connector opens up the spectrum to include all

commercial, industrial and transportation applications requiring

perpendicular PCB mating and latching Wire-to-Board cabled sockets

with an already proven connector system. With sizes from 2p-6p, these

gold plated contacts mate with high spring force beryllium copper

receptacle connectors.

9159

Series

13

Prefix

Plug -

Vertical

Mount

XXX

Number of Ways

1

2 Part 
PCB Strip
Connector

16

Plating Option

HOW TO ORDER

X

Color Options

01

Connector 
Pitch

01 = 3mm
Code Color Availability

0 Black Special Order only

1 White Standard

8 Black UL Approved - Special Order

9 White UL Approved - Special Order

Code
No of

Details
Ways

002 2 Page 19

003 3 Page 20

004 4 Page 21

005 5 Page 22

006 6 Page 23

Code Contact

Gold in Contact Area

16 Tin on Solder Tail

Bracket

Tin All Over

FEATURES AND BENEFITS

•  Single sided SMT RoHS solder attachment;

•  Centrally located pick & place cap for easy placement

•  Gold plated BeCu contact system for high reliability in

harsh environments

•  Standard color is white with optional black for specific

applications

APPLICATIONS

•  Allows assembly of PCB’s at right angles

•  Accepts 24-9159 IDC wired/cabled socket

•  Reference application notes 201-01-123

•  Reference Product Specification 201-01-119

ELECTRICAL

•  Current Rating: 3 Amps / Contact

•  Voltage Rating: 125 VAC

ENVIRONMENTAL

•  Operating Temperature: 

-40ºC to +125ºC

MECHANICAL

•  Insulator Material: Nylon: UL94VO

•  Contact Material: BeCu / Phos Bronze

•  Plating: Gold / Tin over Nickel

•  Durability: 10 Cycles
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Vertical SMT Plug
Series 9159

PLUG – VERTICAL MOUNT

2 WAY 2 PART PCB STRIP CONNECTOR

NOTES:

1.  FOR FULL PRODUCT SPECIFICATION STANDARD CONNECTORS REFER TO 

ELCO SPEC 201-01-119, UL COMPONENTS REFER TO ELCO SPEC 201-01-119UL.

FOR APPLICATION NOTES REFER TO 201-01-123.

2.  GENERAL TOLERANCE ±0.20 UNLESS TOLERANCED.

3.  INSULATOR METERIAL: NYLON 46, UL94 V-0, COLOR REFER TO PAGE 18.

4.  CONTACT MATERIAL: COPPER ALLOY, SELECTIVE GOLD OVER NICKEL, TIN PLATE ON TAILS.

5.  BRACKETS; COPPER ALLOY, TIN PLATED.

6.  OUTLINE OF CONNECTOR.

7.  PACKING IN TAPE AND REEL, QUANTITY PER REEL 700.

8.  PICK AND PLACE CAP TO BE REMOVED AFTER USE.

9.  OPTIONAL SLOT: ONLY REQUIRED WHEN SOCKET HAS A LATCH, RADIUS ON ENDS OPTIONAL.

2 WAY PCB BOARD LAYOUT

PACKING DETAILS



PACKING DETAILS

3 WAY PCB BOARD LAYOUT
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Vertical SMT Plug
Series 9159

PLUG – VERTICAL MOUNT

3 WAY 2 PART PCB STRIP CONNECTOR

NOTES:

1.  FOR FULL PRODUCT SPECIFICATION STANDARD CONNECTORS REFER TO 

ELCO SPEC 201-01-119, UL COMPONENTS REFER TO ELCO SPEC 201-01-119UL.

FOR APPLICATION NOTES REFER TO 201-01-123.

2.  GENERAL TOLERANCE ±0.20 UNLESS TOLERANCED.

3.  INSULATOR METERIAL: NYLON 46, UL94 V-0, COLOR REFER TO PAGE 18.

4.  CONTACT MATERIAL: COPPER ALLOY, SELECTIVE GOLD OVER NICKEL, TIN PLATE ON TAILS.

5.  BRACKETS; COPPER ALLOY, TIN PLATED.

6.  OUTLINE OF CONNECTOR.

7.  PACKING IN TAPE AND REEL, QUANTITY PER REEL 700.

8.  PICK AND PLACE CAP TO BE REMOVED AFTER USE.

9.  OPTIONAL SLOT: ONLY REQUIRED WHEN SOCKET HAS A LATCH, RADIUS ON ENDS OPTIONAL.
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Vertical SMT Plug
Series 9159

4 WAY PCB BOARD LAYOUT

PLUG – VERTICAL MOUNT

4 WAY 2 PART PCB STRIP CONNECTOR

NOTES:

1.  FOR FULL PRODUCT SPECIFICATION STANDARD CONNECTORS REFER TO ELCO

SPEC 201-01-119, UL COMPONENTS REFER TO ELCO SPEC 201-01-119UL. FOR

APPLICATION NOTES REFER TO 201-01-123.

2.  GENERAL TOLERANCE ±0.20 UNLESS TOLERANCED.

3.  INSULATOR METERIAL: NYLON 46, UL94 V-0, COLOR REFER TO PAGE 18.

4.  CONTACT MATERIAL: COPPER ALLOY, SELECTIVE GOLD OVER NICKEL, TIN PLATE

ON TAILS.

5.  BRACKETS; COPPER ALLOY, TIN PLATED.

6.  OUTLINE OF CONNECTOR.

7.  PACKING IN TAPE AND REEL, QUANTITY PER REEL 700.

8.  PICK AND PLACE CAP TO BE REMOVED AFTER USE.

9.  OPTIONAL SLOT: ONLY REQUIRED WHEN SOCKET HAS A LATCH, RADIUS ON

ENDS OPTIONAL.

PACKING DETAILS
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Vertical SMT Plug
Series 9159

5 WAY PCB BOARD LAYOUT

PLUG – VERTICAL MOUNT

5 WAY 2 PART PCB STRIP CONNECTOR

NOTES:

1.  FOR FULL PRODUCT SPECIFICATION STANDARD CONNECTORS REFER TO 

ELCO SPEC 201-01-119, UL COMPONENTS REFER TO ELCO SPEC 201-01-119UL. 

FOR APPLICATION NOTES REFER TO 201-01-123.

2.  GENERAL TOLERANCE ±0.20 UNLESS TOLERANCED.

3.  INSULATOR METERIAL: NYLON 46, UL94 V-0, COLOR REFER TO PAGE 18.

4.  CONTACT MATERIAL: COPPER ALLOY, SELECTIVE GOLD OVER NICKEL, TIN PLATE ON TAILS.

5.  BRACKETS; COPPER ALLOY, TIN PLATED.

6.  OUTLINE OF CONNECTOR.

7.  PACKING IN TAPE AND REEL, QUANTITY PER REEL 700.

8.  PICK AND PLACE CAP TO BE REMOVED AFTER USE.

9.  OPTIONAL SLOT: ONLY REQUIRED WHEN SOCKET HAS A LATCH, RADIUS ON ENDS OPTIONAL.

PACKING DETAILS
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Vertical SMT Plug
Series 9159

6 WAY PCB BOARD LAYOUT

PLUG – VERTICAL MOUNT

6 WAY 2 PART PCB STRIP CONNECTOR

NOTES:

1.  FOR FULL PRODUCT SPECIFICATION STANDARD CONNECTORS REFER TO ELCO

SPEC 201-01-119, UL COMPONENTS REFER TO ELCO SPEC 201-01-119UL. FOR

APPLICATION NOTES REFER TO 201-01-123.

2.  GENERAL TOLERANCE ±0.20 UNLESS TOLERANCED.

3.  INSULATOR METERIAL: NYLON 46, UL94 V-0, COLOR REFER TO PAGE 18.

4.  CONTACT MATERIAL: COPPER ALLOY, SELECTIVE GOLD OVER NICKEL, TIN PLATE

ON TAILS.

5.  BRACKETS; COPPER ALLOY, TIN PLATED.

6.  OUTLINE OF CONNECTOR.

7.  PACKING IN TAPE AND REEL, QUANTITY PER REEL 700.

8.  PICK AND PLACE CAP TO BE REMOVED AFTER USE.

9.  OPTIONAL SLOT: ONLY REQUIRED WHEN SOCKET HAS A LATCH, RADIUS ON

ENDS OPTIONAL.

PACKING DETAILS
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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