2.5mm Round
=22 ED® Optopipe™
Optical Light Pipe, 8 Array 515-1063

Recommended
- MicroLED SMT LEDs
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NOTE: designed for
post-reflow

. . . . PC board insertion.
Dimensions in mm [inches]

Features

» Combines with Dialight's 515-1062 Optopipe™ Light Pipe for bi-level
SMT indicators

« Suitable for high density arrays (.120 min array pitch)

¢ High transmissivity polycarbonate material

¢ UL94V-0 compliance

« ESD protection (circuit isolation from front panel)

« Wide viewing angle

¢ Arrays reduce insertion costs

e Secures to PCB by press-fit

Operating/Storage Temperature
—30°C to +100°C

LED Data

For absolute maximum ratings and other electrical and optical
data on the recommended LEDs, refer to LED data sheets.

Dialight Optopipe Light Pipe Description

This Optopipe™ has 8 elements with a 2.5mm diameter placed on a narrow pitch. Although it is designed to be the
upper element of a bi-level array, it functions well as a single level array. An appearance similar to our 3mm bi-level 553
Series, arrays can be achieved by utilizing the 515-1062 for the lower level array. Three press-fit pins securely hold it in
place. The SMT LEDs are mounted in a straight line under the rear of the part on an 0.180" pitch. The light pipe material
is water clear transmissive polycarbonate rated UL94-V0, and has a 35% oxygen index.

Dialight can provide custom Optopipe™ solutions for your applications.
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O6LLecTBO C orpaHMYeHHON oTBETCTBEHHOCTBIO «MocHuny WMHH 7719860671 / KIMNM 771901001
Appec: 105318, r.Mockea, yn.LLlepbakoBckas 4.3, odmc 1107

[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinckon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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