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This catalog page is out-of-print and is used with the understanding that the
information shown could be out-of-date. In many cases, part numbers shown on
this page are discontinued. Most notably, many “Complete Assembly” parts,
which consist of a cap and a base, can no longer be ordered by the 14-digit
ordering code. To obtain these parts, please order the cap and base part
numbers separately. This process provides the components contained with the
original “Complete Assembly” part number.

All Dialight Classic Panel Mount Indicators need a leading 3-digit numerical
series. In some cases, this catalog will show a 2-digit series. In this case,
please add a leading zero. For example, 81-0211-300 becomes 081-0211-300.

Part numbers listed on Dialight catalog pages designate parts with Red lenses.
For ordering lens colors other than red, consult the chart below. In most cases,
the color is dictated by the 7" digit. For example, 095-0932-003 for a green cap.

Lens Colors
- Red 5 - White
- Green | 6 - Light Yellow
- Yellow | 7 - Clear
- Blue

A WNPE

Click here for a cross reference quide to assembly part numbers.

Click here to view Freqguently Asked Questions concerning Panel Mount
Indicators.
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http://www.dialight.com/Assets/CrossRef/DIALIGHT_PMI_Cap_and_Base_Ref.xls
http://www.dialight.com/Assets/FAQ/PMI_FAQ.pdf
http://www.dialight.com/Assets/FAQ/PMI_FAQ.pdf

Incandescent Indicators
for Translucent Panel Edge Lighting

for use with MIL-P-7788 Plastic Panels —

T-13/4 FOR FRONT MOUNTING IN 15/32" CLEARANCE HOLE
MIDGET
FLANGE BASE

See lamp ratings
on page J.

270-1930-0111-702 270-1830-0111-702

ONE TERMINAL

These indicators are designed to emit light through a MATERIALS AND FINISHES

colored filter radially into the plastic plate. A resilient ® Mounting Bushing: Brass, cadmium plated with yellow iridescent
light seal washer (light trap) insures against light loss chromate finish.

at the front of the panel.

When it is necessary to insulate the mounting bushing

of the one-terminal grounded lights from the metal

panel, 2 insulating washers and 1 grounding terminal ® Terminals: Solder — Brass, hot-tinned.

may beprovided. See Insulating Mounting on page 31C. Screw — Brass, cadmium plated with
yellow iridescent chromate finish.

® Hardware: Internal-tooth lockwasher and hex mounting nut—
steel, cadmium plated with yellow iridescent chromate finish.

NOTE: Revision E dated 5 February 1971 made MS25010

inactive. Assemblies ;Vith the Type C Indicator Base were Note: On all units, the shank of the lens holder is crimped in 3
superseded by LH92/1 and LC34 Series per MIL—L—3661 evenly spaced places to secure the lam

/51 and /34. No superseding assemblies were offered for Y sp P s lamp.

those using the Type A and B Base. However, due to the MS25010 — REVISION D

popularity of these MS assemblies and to facilitate your QPL LISTED

future procurement, we have continued to list these
assemblies, the comparable Military Type designations
and the Dialight Part Numbers.

solder terminal screw terminal

3/32 X 9/16 ACROSS FLATS
INTERNAL TOOTH ~ HEX. NUT
LOCKWASHER

1/16 DIA.

(1 HOLE) 2A SCREW
B - —z
| i SHh
| e
025 _Lle 028 LOCKWASHER
030 l::iwmx % 61/64 MAX. OCKWASHE
WITHOUT LAMP WITHOUT LA
63/64 MAX
bw 7164 MAX.
WITH LAMP WITH LAMP
Max. panel thickness 13/64" Max. panel thickness 13/64"

HOLDER (filter cap)
ASSEMBLY PART NUMBERS BASE PART NUMBERS

Light seal COMPLETE ASSEMBLY PART NUMBERS
washer-

Filter
color

Part number Part number

*Mil. Std.
Dwg. No.®

*Mil, Std.
Dwg. No.B

3/B-24 NF—2A THD.
—
58 |
17E
Mu—l
[ on

6/32

270-0212 | Gray | Red Gray | 270-1930-0212-702 | MS25010A15A |270-1830-0212-702| MS25010B15A

25/32 MAX.

270-0272 | Gray | Clear Gray 270-1930-0272-702 | MS25010A16A |270-1830-0272-702| MS25010B16A

* To designate an assembly by MS number complete with MS§25237-327 or MS25237—-328
lamp requires the call out and addition of the lamp number to the MS number suffix.
Examples: MS25010A12A327; MS25010B16A328. There is no MS designation of the assembly
complete with other lamps listed.

B The complete assembly will be marked with MS part number for Mounting Base only.
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O6LLecTBO C orpaHMYeHHON oTBETCTBEHHOCTBIO «MocHuny WMHH 7719860671 / KIMNM 771901001
Appec: 105318, r.Mockea, yn.LLlepbakoBckas 4.3, odmc 1107

[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinickon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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