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\ MINIATURE AXIAL GLASS
THERMISTOR
SPECIFICATIONS

e Glass hermetic encapsulation with high resistance to
humid environments

Wide operating temperature range

High stability

Fast response time

RoHS Compliant

The NTC Chip hermetically sealed in a miniature glass
encapsulation package
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MINIATURE AXIAL GLASS THERMISTOR

FEATURES

Hermetically sealed glass package
High stability at elevated temperatures
Available in +20% tolerance @ +25°C
Fast time response

Pt/Ir lead wires suitable for welding
Temperature range -40°C to +250°C

APPLICATIONS

Air flow detection systems
Blood analysis

Liquid level sensing

Platen Temperature sensing

Medical Catheter devices
Fluid flow sensing

PERFORMANCE SPECS

Parameters Units Value
Resistance @ +25°C Ohms 10,000
Resistance tolerance @ +25°C % 20
Beta Value 25/85 K 3499
Dissipation Constant in still air mW/°C 0.15
Time response in still air Second <1

MECHANICAL DETAILS

Flatinum/ridium Glass Seal
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Temp. °C R Ohms | | Temp. °C R Ohms | | Temp. °C R Ohms
-40 217,645 -4 33,866 32 7,677
-39 205,397 -3 32,357 33 7,399
-38 793,904 -2 30,913 34 7,132
-37 183,132 -7 29,548 35 6,877
-36 173,026 0 28,250 36 6,632
-35 163,547 7 27,017 37 6,397
-34 154,635 2 25,845 38 6,771
-33 746,270 3 24,730 39 5,955
-32 138,408 4 23,670 40 5,747
-37 137,079 5 22,662 41 5,548
-30 124,069 6 21,702 42 5,357
-29 777,531 7 20,788 43 5,173
-28 171,377 5 19,918 44 4,997
-27 705,584 9 79,089 45 4,828
-26 700,127 70 18,300 46 4,665
-25 94,986 77 17,547 47 4,508
-24 90,740 72 76,830 48 4,358
-23 85,571 13 76,746 49 4,213
-22 81,267 74 15,494 50 4,074
-27 77,7195 75 74,877 57 3,940
-20 73,356 16 14,278 52 3,872
-719 69,731 77 13,7171 53 3,688
-18 66,308 8 13,770 54 3,569
-77 63,073 79 712,653 55 3,454
-16 60,0715 20 12,759 56 3,344
-715 57,124 27 71,688 57 3,237
-14 54,389 22 171,237 58 3,135
-13 57,802 23 70,806 59 3,036
-12 49,352 24 10,394 60 2,947
-77 47,034 25 10,000 67 2,850
-70 44,838 26 9,623 62 2,762

-9 42,757 27 9,262 63 2,677
-8 40,785 28 8,917 64 2,595
-7 38,976 29 8,587 65 2,515
-6 37,743 30 8,270 66 2,439
-5 35,467 37 7,967 67 2,366
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Temp. °C R Ohms
68 2,295
69 2,226
70 2,160
77 2,096
72 2,035
73 7,975
74 1,918
75 7,862
76 7,808
77 1,757
78 7,706
79 7,658
80 1,671
871 7,566
82 7,522
83 1,480
84 7,439
85 7,399
86 7,367
87 7,324
88 7,288
89 7,253
90 7,220
97 1,187
92 7,155
93 7,725
94 7,095
95 7,067
96 7,039
97 7,012
98 986
99 960

700 936
7071 912
702 889
703 866

Page 3



104 845 740 365 176 779
705 §24 747 357 177 776
7106 803 742 350 78 772
7107 783 743 342 779 769
708 764 144 335 180 766
709 745 745 328 187 763
770 727 46 322 182 760
77 710 147 3715 183 58
772 692 48 309 184 755
773 676 749 302 185 752
774 660 750 296 186 750
775 644 757 290 187 147
776 629 752 284 188 744
177 674 7153 279 189 742
778 599 154 273 790 7139
779 585 155 268 797 137
720 572 156 262 792 135
727 559 157 257 793 7132
22 546 158 252 794 7130
723 533 7159 247 795 28
24 527 760 242 796 26
725 509 767 238 197 724
26 498 762 233 798 722
27 486 163 229 799 720
28 475 164 224 200 778
729 465 765 220 207 776
130 455 766 216 202 174
137 444 167 2712 203 772
7132 435 168 208 204 770
7133 425 169 204 205 708
134 476 770 200 206 107
135 407 777 796 207 705
136 398 772 793 208 703
137 389 773 89 209 702
138 387 174 186 210 700
7139 373 775 182 277 98
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212 97
213 95
214 94
215 92
216 97
217 90
218 88
219 87
220 86
227 84
222 83
223 82
224 80
225 79
226 78
227 77
228 76
229 75
230 74
237 73
232 77
233 70
234 69
235 68
236 67
237 66
238 65
239 65
240 64
247 63
242 62
243 67
244 60
245 59
246 59
247 58
248 57
249 56
250 55
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MINIATURE AXIAL GLASS THERMISTOR

ORDERING INFORMATION

Part Number Description

Q @25°C MoQ

GA10KM3499J15

Miniature Axial Glass Thermistor

1,000*

* For quantities less than Minimum Order Quantity — Contact Distribution

NORTH AMERICA

Measurement Specialties, Inc.,

a TE Connectivity Company

910 Turnpike Road

Shrewsbury, MA 01545

Tel: 1-508-842-0516

Fax: 1-508-842-0342

Sales email:
temperature.sales.amer@meas-spec.com

TE.com/sensorsolutions

Measurement Specialties, Inc., a TE Connectivity company.

EUROPE

Measurement Specialties (Europe), Ltd.,

a TE Connectivity Company

Ballybrit Business Park

Galway Ireland

Tel: +353-91-753238

Fax: +353-91-770789

Sales email:
temperature.sales.emea@meas-spec.com

ASIA

Measurement Specialties (China), Ltd.,

a TE Connectivity Company

No. 26 Langshan Road

Shenzhen High-Tech Park (North)
Nanshan District, Shenzhen 518057
China

Tel: +86 755 3330 5088

Fax: +86 755 3330 5099

Sales email:

temperature.sales.asia@ meas-spec.com

Measurement Specialties, TE Connectivity, TE Connectivity (logo) and EVERY CONNECTION COUNTS are trademarks. All other logos, products and/or company names referred to herein

might be trademarks of their respective owners.

The information given herein, including drawings, illustrations and schematics which are intended for illustration purposes only, is believed to be reliable. However, TE Connectivity makes
no warranties as to its accuracy or completeness and disclaims any liability in connection with its use. TE Connectivity's obligations shall only be as set forth in TE Connectivity's Standard
Terms and Conditions of Sale for this product and in no case will TE Connectivity be liable for any incidental, indirect or consequential damages arising out of the sale, resale, use or misuse
of the product. Users of TE Connectivity products should make their own evaluation to determine the suitability of each such product for the specific application.

© 2015 TE Connectivity Ltd. family of companies All Rights Reserved.
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© BMECTE Mbl CO3LLAEM BYOYLLEE B8 info@moschip.ru

O6LLecTBO C orpaHMYeHHON oTBETCTBEHHOCTBIO «MocHuny WMHH 7719860671 / KIMNM 771901001
Appec: 105318, r.Mockea, yn.LLlepbakoBckas 4.3, odmc 1107

[aHHbIn KOMMNOHEHT Ha TeppuTopun Poccuinckon depepauumn

Bbl MoxeTe npuobpectu B komnaHun MosChip.

[lnsa onepaTtuBHOro ocdopmnenus 3anpoca Bam HeobxoomMmo nepenT No faHHON CChISKe:

http://moschip.ru/get-element

Bbl MoxeTe pa3mecTuTb Y Hac 3aka3 and nboro Bawero npoekTa, 6yab To
cepuiiHoe Npomn3BOACTBO MM pa3paboTka eguHUYHOro npubopa.

B Hawem acCcCopTnMeHTe npencTasiieHbl Begywmne MmpoBblie NMPoOnN3BOANTENIN aKTUBHbIX U
NacCUBHbIX 3JTIEKTPOHHbIX KOMIMOHEHTOB.

Hawen cneumanusauuen sBnseTcs NOCTaBKa 3N1EKTPOHHOMW KOMMOHEHTHON 6a3bl
OBOWHOro Ha3HayeHus, npoaykummn Takmx npounssoantenen kak XILINX, Intel
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits,
Amphenol, Glenair.

CoTpynHMyecTBO € rnobanbHbIMU OUCTPUOLIOTOPaMN 3NEKTPOHHBIX KOMIMOHEHTOB,
npegocTraBnseT BO3MOXHOCTb 3aKa3blBaTb 1 MOfly4aTb C MEXAYHAPOOHbIX CKNaaos
npakTuyecku nobon nepeyeHb KOMNOHEHTOB B ONTUMarbHble aAnsa Bac cpoku.

Ha Bcex aTanax pa3paboTKu 1 NPOM3BOACTBA HalLW NapTHEPbI MOTYT NOMy4YnTb
KBanumunpoBaHHy NOAAEPXKY OMNbITHbIX UHXEHEPOB.

Cuctema MeHeXMeHTa KayecTBa KOMNaHum oteevaeT TpeboBaHNAM B COOTBETCTBUM C
rOCT P MCO 9001, TOCT PB 0015-002 n 3C P, 009

Odomc no pabote c OPUANHECKUMU NTULLAMMU:

105318, r.Mockea, yn.lWepbakosckaa a.3, ocdomc 1107, 1118, AL, «LUepbakoBcKkuniny»
TenedoH: +7 495 668-12-70 (MHOrokaHanbHbIN)
dakc: +7 495 668-12-70 (006.304)

E-mail: info@moschip.ru

Skype otaena npogax:
moschip.ru moschip.ru_6
moschip.ru_4 moschip.ru_9
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