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Terminal 
Options

Function 
Options

B - 1 Pole  
On - (On)*
H - 2 Pole  
On - (On)*

Rating  
Options

0 - 2A, 
48VDC

Actuator 
Finish 
Options

Contact  
Material
Options

Lens
Style
Options

Lens 
Color 
Options

Illumination 
Voltage
Options

NONE - Silver
G - Gold

NONE - Non-
Illuminated
2 - Dot  
Illumination
3 - Ring  
Illumination

NONE- Non- 
Illuminated 
0 - White
1 - Red
2 - Orange
3 - Green
4 - Blue
5 - Yellow 

NONE- Non-
Illuminated
1 - Base   
Voltage/
3 - 6V
4 - 12V
5 - 24V
6 - 125V

0 - Clear/
Aluminum
1 - Black 
Anodized
7 - Blue
8 - Green
9 - Red
N - Nickel
B - Brushed 
Stainless
S - Polished 
Stainless 

1 - Black 
Anodized
N - Nickel
B - Brushed 
Stainless
S - Polished 
Stainless 

Actuator 
Options

RoHS
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SpecificationS

part number configurator

pV3 SerieS anti-Vandal Switch

featureS & benefitS

applicationS / marketS

Specifications subject to change without notice

• 16mm diameter panel cutout
• Dot and ring illumination options
• Multiple actuator options
• Non-sealed and seal option configurable
• SPST & DPDT

Electrical Rating: 2A, 48VDC
Mechanical Life: 200,000 Cycles 
Electrical Life: 50,000 Cycles
Contact Resistance: 50mΩ Max. 
Insulation Resistance: 1000MΩ Max.
Operating/Storage Temperature: -20°C to 55°C 
Travel: 2.80mm    
Moisture Protection: IP40 (PV3,PV3S) & IP67 (PV3W, 
PV3SW) 
Contact Arrangement: SPST & DPDT
Actuation Force: 4 N                                                         
Panel Thickness: 1-8mm 
Mounting Nut Torque: 0.6Nm

Series

Security DevicesAudio / Visual

PV3 -                         
Non Water-Resistant 
Version: Long Body                            
PV3S -                       
Non Water-Resistant 
Version: Short Body 
Non-Illuminated only                        
PV3W -                       
Water-Resistant 
Version: Long Body                            
PV3SW -                   
Water-Resistant  
Version: Short Body 
Non-Illuminated only

F - Flat
H - High
G - Guarded 
Concave

2 - Solder

Body 
Finish 
Options

NOTES: 
*( ) denotes function is momentary

Specifications subject to change without notice  1.12.2018
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PV3 SerieS Anti-VAndAl Switch PV3 SerieS Anti-VAndAl Switch

Body dimensions

SHEET    OF1 5 PV3 Catalog Drawing 6/1/2017

MAX. PANEL 
THICKNESS 1-8.0mm

3 3 2 1

16.00
[.630 in]

1 3

1 2

SPDT   ON-(ON)
CONTACT CONFIGURATION

(MOMENTARY)

BODY DIMENSIONS

TERMINAL 1

TERMINAL 2

TERMINAL 3

SHORT BODY

29.71.0
1.17.04 in[ ]

1.8
[.07 in]

.8
[.03 in]

2.0
[.08 in]

15.0
[.59 in] 24.3

[.96 in]
M16x1.0

18.00
[.709 in] 12.00

[.472 in]

2.8
[.11 in]

.4
[.02 in]
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schematic

Panel cutout
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RoHS
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PV3 SerieS Anti-VAndAl Switch

Body dimensions

SHEET    OF2 5 PV3 Catalog Drawing 6/1/2017

MAX. PANEL 
THICKNESS 1-14.0mm

3 (+)
(+)

3 2 1
(-)

SHOWN WITH 
OPTIONAL 

ILLUMINATED RING

10.40
[.409 in]

12.00
[.472 in]

18.00
[.709 in]

18.5
[.73 in]

2.50
[.098 in]

30.2
[1.19 in]

1.8
[.07 in].8

[.03 in]

2.0
[.08 in]

36.01.0
1.42.04 in[ ]

M16x1.0

37.11.0
1.46.04 in[ ]

9.0
[.35 in]

.4
[.02 in]

2.8
[.11 in]

LED 1 (+)
(ILLUMINATED ONLY)

TERMINAL 3

TERMINAL 2

TERMINAL 1 LED 2 (-)
(ILLUMINATED ONLY)

1

21

3

-+
(-)

LED 1 (FORWARD)

(+)
+-

LED 2 (REVERSE)

SPDT   ON-(ON)
CONTACT CONFIGURATION
(MOMENTARY ILLUMINATED)

LONG BODY 

BODY DIMENSIONS

16.00
[.630 in]

Panel cutout
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PV3 SerieS Anti-VAndAl Switch

Body dimensions

SHEET    OF3 5 PV3 Catalog Drawing 6/1/2017

MAX. PANEL 
THICKNESS 1-8.0mm

3 6 6 5 4 4

54

6

DPDT   ON-(ON)
CONTACT CONFIGURATION

21

31

16.00
[.630 in]

SHORT BODY

18.00
[.709 in]

12.00
[.472 in]

TERMINAL 3
TERMINAL 6

29.71.0
1.17.04 in[ ]

15.0
[.59 in] M16x1.0

2.8
[.11 in]

.4
[.02 in]

5.0
[.20 in]

.8
[.03 in]

1.8
[.07 in]2.0

[.08 in]

24.3
[.96 in]

BODY DIMENSIONS

TERMINAL 2

TERMINAL 1
TERMINAL 4

TERMINAL 5
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Panel cutout

schematic
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RoHS
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PV3 SerieS Anti-VAndAl Switch

Body dimensions

 

SHEET    OF4 5 PV3 Catalog Drawing 6/1/2017

MAX. PANEL 
THICKNESS 1-14.0mm

3 6(+)
(+) (-)

6 5 4

10.40
[.409 in]12.00

[.472 in]

SHOWN WITH 
OPTIONAL 

ILLUMINATED RING

18.00
[.709 in]

18.5
[.73 in] 30.2

[1.19 in]

.8
[.03 in]

1.8
[.07 in]

2.0
[.08 in]

36.01.0
1.42.04 in[ ]

5.0
[.20 in]

LED 1 (+)
(ILLUMINATED ONLY)

TERMINAL 2

TERMINAL 6

TERMINAL 5

TERMINAL 4

LED 2 (-)
(ILLUMINATED ONLY)

TERMINAL 3

TERMINAL 1

M16x1.0

37.11.0
1.46.04 in[ ]

9.0
[.35 in]

2.8
[.11 in]

.4
[.02 in]

4

54

6

-+
(-)

LED 1 (FORWARD)

(+)
+-

LED 2 (REVERSE)

DPDT   ON-(ON)
CONTACT CONFIGURATION

(ILLUMINATED)

21

31

LONG BODY

BODY DIMENSIONS

16.00
[.630 in]

schematic

Panel cutout
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PV3 SerieS Anti-VAndAl Switch

illumination oPtions

actuator oPtions

SHEET    OF5 5 PV3 Catalog Drawing 6/1/2017

RING
ILLUMINATED

18.00
[.71 in]

10.40
[.41 in]

12.00
[.472 in]

ILLUMINATION OPTIONS

DOT ILLUMINATED RING ILLUMINATED

DOT
ILLUMINATED

18.00
[.71 in]

11.80
[.465 in]

18.0
[.71 in]

1.5
[.06 in]

18.0
[.71 in]

3.7
[.15 in]

18.0
[.71 in]

3.9
[.15 in]

11.8
[.46 in]

FLAT ACTUATOR GUARDED CONCAVEHIGH ACTUATOR

ACTUATOR OPTIONS

18.00
[.709 in]

12.00
[.472 in]

18.00
[.709 in]

12.00
[.472 in]

18.00
[.709 in]

10.40
[.409 in]

12.00
[.472 in]

RING ILLUMINATED

WITH GUARDED CONCAVE ACTUATOR

18.00
[.709 in]

12.00
[.472 in]

10.40
[.409 in]

RING
ILLUMINATED

SHEET    OF5 5 PV3 Catalog Drawing 6/1/2017

RING
ILLUMINATED

18.00
[.71 in]

10.40
[.41 in]

12.00
[.472 in]

ILLUMINATION OPTIONS

DOT ILLUMINATED RING ILLUMINATED

DOT
ILLUMINATED
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3.7
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18.0
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3.9
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11.8
[.46 in]

FLAT ACTUATOR GUARDED CONCAVEHIGH ACTUATOR

ACTUATOR OPTIONS

18.00
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[.709 in]

12.00
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18.00
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RING ILLUMINATED

WITH GUARDED CONCAVE ACTUATOR
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Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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