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  Female Interface     Detent Interface    Smooth Bore Interface 

1. Dimensions are in inches. 
2. Metric equivalents are given for general information only. 
3. Features to meet mechanical/electrical requirements when mated with SMPM male interface. 

Interface Mating Dimensions

SMPM Connectors DC - 65 GHz   

Minimum Maximum 
LTR Inches mm Inches mm 
A∅ --- --- .110 2.79 
B .000 0.00 .008 0.20 
C .050 1.27 --- --- 
D .068 1.73 --- --- 
E∅ --- --- .095 2.41 
F --- --- .023 0.58 

Minimum Maximum 
LTR Inches mm Inches mm 

A∅ .083 2.11 .085 2.16 
B∅ .111 2.82 .115 2.92 
C∅ .011 0.28 .013 0.33 
D∅ .086 2.18 .088 2.24 
E .030 0.76 .045 1.14 
F .082 2.08 .084 2.13 
G .062 1.57 .072 1.83 
H .021 0.53 .023 0.58 
J .000 0.00 ---- --- 

Minimum Maximum 
LTR Inches mm Inches mm 

B∅ .111 2.82 .115 2.92 
C∅ .011 0.28 .013 0.33 
D∅ .086 2.18 .088 2.24 
E .030 0.76 .045 1.14 
F .082 2.08 .084 2.13 
G .062 1.57 .072 1.83 
J .000 0.00 ---- --- 

SV Microwave offers a complete line of SMPM connectors. SMPM connectors, a 
push-on mating design, provide microwave performance through 65 GHz and offer less 
than .140 inch center-to-center spacing for high-density, multiple mating of two RF 
modules. A typical mating configuration includes two shrouds (receptacles) joined by a 
blindmate bullet adapter. Shrouds with a full detent retain the bullet when modules are 
separated. Shrouds with smooth bore separate from the bullet with a lower dis-
engagement force and require no extraction tool.
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         Applications              

 

Shock 

Vibration 

Barometric Pressure (Altitude) 

Thermal Shock 

MIL-STD-202, Method 213, Condition I (100 Gs) 

MIL-STD-202, Method 204, Condition D (20 Gs) 

MIL-STD-202, Method 105, Condition C (70,000 ft.) (190 VRMS) 

MIL-STD-202, Method 107, Condition B (High Temperature +165°C) 

 

Bullet Adapter Body  Beryllium Copper per ASTM B196, Copper Alloy UNS C17300, Temper TD04 
Gold per ASTM B 488, Type II, Code C, Class 1.27 over Nickel per AMS-QQ-N-
290 Class 1 

Shroud Hermetic 
(Sealed With Corning® 
7070 Glass) 

Kovar® per ASTM-F15, Stainless Steel per AMS 5640, Alloy UNS S30300 
Free Machining Type 303, Condition A, Passivate Per AMS-QQ-P-35, Type II 
Gold per ASTM B 488, Type II, Code C, Class 1.27 over Nickel per AMS-QQ-N-
290 Class 1 

Shroud Non-Hermetic
 

Stainless per AMS 5640, Alloy S30300, Free Machining, Type 303, Condition A, 
Passivate per AMS-QQ-P-35, Type II, Gold per ASTM B 488, Type II, Code C, 
Class 1.27 over Nickel per AMS-QQ-N-290 Class 1 

Center Contact (Socket)
 

Beryllium Copper per ASTM B196, Copper Alloy UNS C17300, Temper TD04,
 Gold per ASTM B 488, Type II, Code C, Class 1.27 over Nickel per AMS-QQ-N-

290 Class 1
 

Insulator
 

Teflon per ASTM D1710

 

Captivation — Center Contacts (Adapters and Right Angle Connectors only) 
 Axial Force 1.5 lbs. min. 
Mating Forces 

Force to Engage 
Force to Disengage 
Durability (Mating Cycles) 
Axial Displacement 
Radial Misalignment 

 
4.5 lbs. typical Full Detent, 2.5 lbs. typical Smooth Bore 
6.5 lbs. typical Full Detent, 1.5 lbs. typical Smooth Bore 
Full detent 100 min.; smooth bore 500 min. 
0.010" (flush to -0.010" from the reference plane)  
± 0.010" 

 

Frequency 

 

DC to 65 GHz

 

Nominal Impedance

 

50 Ohms

 

VSWR
 

 
   

1.3:1 26.5 to 65 GHz (typical) 

 
 

  

 
 
 
 

Insertion Loss (Adapters) .10 dB x √ f (where f = GHz) dB 

Insertion Loss (Cable Connectors) .12 dB x √f (where f = GHz) dB 
RF Leakage (fully mated) –80 dB from DC to 3 GHz; –65 dB from 3 to 65 GHz 
Temperature Rating -65°C to +165°C 
Dielectric Withstanding Voltage 325 VRMS min. at sea level 
Insulation Resistance 5,000 megohms min. 
Center Contact (Socket) Resistance 6.0 milliohms max. 
Outer Contact Resistance 2.0 milliohms max. 
 

SMPM Connectors - Specifications

Material and Finish

Electrical

Mechanical

Environmental

1.1:1 DC to 26.5 GHz (typical) 

Ultem® 1000 (polyetherimide) per ASTM 5205
Torlon® (polyamide-Imide) per ASTM 5204
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SMPM Connectors - Applications

SMPM Applications

Figure 1.  SMPM .047” Cable Assembly

Figure 2.  SMPM Board to Board Spacing Example

SMPM connectors offer a solution to high density, 
high frequency applications.  SV Microwave offers a 
full product line of SMPM shrouds, cable connectors, 
adapters and contacts for multiport connectors.

SV Microwave is also a provider of SMPM flexible and 
semi-rigid cable assemblies.

Our full service cable assembly shop has two CNC 
semi-rigid cable bending machines.  All testing is 
done in house per MIL-STD 202.  Our operators are 
trained to IPC-STD-001C and we can perform full 
electrical testing up to 50 GHz.  We specialize in tight 
bend radius and high precision miniature coaxial 
cables for inside the box applications where SMPM 
connectors offer a high density advantage.

The figure to the right shows two SMPM right angle 
females terminated semi-rigid .047” cable.
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SMPM connectors are ideal when minimum board separation width is needed.  SV Microwave offers multiple 
designs to accommodate any board to board spacing requirement.  Shown below are two SMPM male 
shrouds and a female bullet that have a board to board spacing of 0.223" in the mated configuration.



 
 

 
 
 
 

SMPM Connectors - Applications

SMPM Electrical Performance

Our SMPM connectors perform with excellent VSWR 
and Insertion Loss up to 65 GHz.  Performance is 
guaranteed within the radial and axial misalignment 
tolerances specified on the datasheet.  Radial and 
axial misalignments are measured as shown in the 
image adjacent.

Typical electrical performance under maximum 
misalignment is:

Another common approach is to machine multiple SMPM interfaces into a single housing.  SMPM multiport 
connectors can be designed in any configuration. One example shown below is for an 8 port SMPM shroud 
edge launched connector block.  

Figure 4a.  8 Port Edge Launched SMPM Male Multi-port Connector

SMPM Multiport Connectors

Figure 5b below shows a custom solution where a 4 port SMPM block was mounted to a PCB with a right 
angle contact.  In this design the need for bullets was eliminated by using a 4 port floating female panel 
mounted connector block to take up the system misalignment.

                               
Figure 4b.  4 Port Male (PCB Mount) and Female (Floating Panel Mount) Connector Blocks

Figure 3.  Radial and Axial Misalignment Measurements

Type Misalignment  
(max) 

VSWR 

Axial (FD) 0.010”  1.15:1 
Axial (SB) 0.012” 1.30:1 
Radial (FD, SB) +/- 0.010” 1.35:1  
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SMPM Cable Connectors
Straight Female

Right Angle Female
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Swept Right Angle Female

P/N Cable L
3221-40006 .085 .285
3221-40007 .047 .260.124

L

L

.203

H

P/N Cable L
3222-40002 .085 .274
3269-4001 .047 .207

P/N Cable H
3222-40005 .085 .316
3222-40006 .047 .221
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SMPM Cable Connectors
Straight Female Bulkhead Mount

Straight Male Two Hole Flange Mount
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Straight Male Snap-In

P/N Cable
3221-4000 .085
3221-40011 .047

P/N Cable Detent
SF3211-6000 .085 SB
SF3211-60013 .085 FD
SF3211-60024 .047 SB
SF3211-60025 .047 FD

.093
PANEL

.284

.137 ±.001
.156 ACROSS FLATS

.480

.328

2X .073 THRU 
.140 X 82

.100

.112

.093
PANEL

.156 ±.001

.178

L

P/N Cable Detent L
3211-40005 .085 SB 0.302
3211-40004 .085 FD 0.302
3211-40003 .047 SB 0.278
3202-6000 .047 FD 0.278
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SMPM Cable Connectors
Straight Male Snap In Float Mount

Straight Male Size 12 Socket Contact
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Straight Female Size 12 Pin Contact

SMPM  D38999 Contacts

P/N Cable
SF3211-6001 .085
SF3202-6001 .047

.436
.604

.164 ±.001

.160 ±.002
PANEL

.188

.2975 ±.0025

.563

.181

P/N Cable
SF3211-6004 .085

P/N Cable
3221-4002 .085

.181

.624

.031 ±.002

.889
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SMPM Shrouds
Straight Male Thread-In

Straight Male Hermetic Solder-In
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Straight Female Compliant Pin

SMPM  PCB Mounts

P/N Detent L
SF3211-60009 FD .015
SF3211-60010 FD .065
SF3211-60011 SB .015
SF3211-60012 SB .065

P/N Detent
3211-60028 SB
3211-60027 FD

P/N
3221-40008

.165 .041 L

8-64 UNS-2A

.050.141

.050

.086

.012

.403

.120

.150
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SMPM PCB Mounts
Straight Female Four Leg

Straight Male Four Leg
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Straight Male Four Leg R/A Contact

P/N
3286-4100

P/N Detent
3287-4100 FD
3287-4101 SB

P/N Detent
3211-60033 FD
3211-60034 SB

.321 .096
4X .100

4X .020

4X .042 .024

.194 .096
4X .100

4X .020

4X .042 .024

.157

.060

.036
4X .020

.100

.015
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SMPM PCB Mounts
Right Angle Male Four Leg

Straight Male Edge Launch
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Straight Male Surface R/A Contact

P/N Detent
3212-40002 FD
3212-40003 SB

P/N Detent
3285-6001 FD
3211-60035 SB

P/N Detent
3287-6100 FD
3287-6101 SB

.215

.135

.024

.100
4X .020
4X .042

2X .031

2X .012

.125.165 .056

.120

.080

.152

.012

.085 .125

.150
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SMPM In-Series Adapters
Female to Female Bullet

Female to Female Bullet Spring Loaded
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Male to Female Adapter

.400

.164

P/N L
3290-4002 .211
3290-4003 .327

P/N
1132-4006

P/N
1132-4005

.412

.120

L

.108
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SMPM Between Series Adapters
Female SMPM

Male SMPM
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Male 1/2 Watt Termination

SMPM Resistive Components

P/N Series
1132-6025 SMA Female
1132-4003 SMA Male

P/N Series Detent
SF1132-6027 SMA Female FD
SF1132-6026 SMA Female SB
SF1080-6005 SMA Male FD
SF1080-6004 SMA Male SB
SF1132-6031 To 2.92 mm Female SB
SF1132-6032 To 2.4 mm Female SB

P/N Detent
8032-6002 SB
8032-6001 FD

.713

.278
.250 ACROSS

FLATS

.797

.278.250 ACROSS
FLATS

.143

.289
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SMPM Resistive Components
Female Termination and Short

Female R/A Termination (1/2 W)
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Attenuators

P/N
8032-4004

P/N Description
SF0932-6200-XX Male To Male

.125

.279

.900

.2502X .218
ACROSS FLATS

.203

.290

P/N Description
8032-4003 1/2 W
8032-4007 Short
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SMPM Tools
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SMPM Female Cable Removal Tool
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P/N Description
500-32-007 Bullet Removal Tool
500-32-004 Male Panel Removal

SMPM Removal Tools

P/N Description
500-32-009 Male Shroud Driver, CM
500-32-008 Male Shroud Driver, FD

SMPM Drivers

P/N
500-32-010



Visit www.svmicrowave.com for information on...

2400  Centrepark West Drive, Suite 100
West Palm Beach, FL 33409 U.S.A
Phone: 561-840-1800
Fax: 561-842-6277
E-Mail: sales@svmicro.com 
Website: www.svmicrowave.com
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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