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Fuseholders

Specifications

Maximum Voltage Rating: 58V
Maximum Current Rating: See table below.
Cable Insulation GXL, 125˚C
Operating Temperature Range: -40˚C to +125˚C
Max. Fuse Insertion Force: 49N

This product is an In-line fuse holder for use with either standard 
or Low Profile JCASE™ fuses, 20A - 60A. It offers size and 
weight savings compared to MAXI™ fuseholders, and has an 
optional protective cover for splash resistance. Standard product 
will have two 102mm red wire leads. Wire length and insulation 
color can be customized upon request. Tinned wires also 
available upon request. All customizations have minimum order 
requirements. Contact Littelfuse sales representative for details.

There are two available mounting options: One version with 
mounting brackets, and one with a mounting hole through the 
body.

Part Number Description Cover Mounting  Wire Size Fuse Rating

0FHJ1001G Standard JCASE Holder None Standard Thru-Hole 10AWG 40 A max
0FHJ1002G Standard JCASE Holder None Standard Thru-Hole 8AWG 60 A max
0FHJ2001G Standard JCASE Holder None Mounting Bracket 10AWG 40 A max
0FHJ2002G Standard JCASE Holde None Mounting Bracket 8AWG 60 A max
FHJC1001G Standard JCASE Holder Yes Standard Thru-Hole 10AWG 40 A max
FHJC1002G Standard JCASE Holder Yes Standard Thru-Hole 8AWG 60 A max
FHJC2001G Standard JCASE Holder Yes Mounting Bracket 10AWG 40 A max
FHJC2002G Standard JCASE Holder Yes Mounting Bracket 8AWG 60 A max
HLJC1001G Low Profile JCASE Holder Yes Standard Thru-Hole 10AWG 40 A max
HLJC1002G Low Profile JCASE Holder Yes Standard Thru-Hole 8AWG 40 A max
HLJC2001G Low Profile JCASE Holder Yes Mounting Bracket 10AWG 40 A max
HLJC2002G Low Profile JCASE Holder Yes Mounting Bracket 8AWG 40 A max

*Note: XXXX1 Series includes 4.0mm diameter mounting thru-hole; XXXX2 Series includes mounting brackets

Inline Holder for JCASE™ Style Fuses
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Inline Holder for JCASE™ Style Fuses

Ø5.5

25

40

25

18

0.8

50

21.3

102 102

13.5
LOW-PROFILE
FUSE OPTION 25

STANDARD JCASE
FUSE OPTION

2.5

18

5.5

12.8

Ø4
(STANDARD

MOUNTING HOLE
 OPTION)

9
TYP.

MOUNTING BRACKET OPTION
Mounting bracket only included with XXXX1000 series.

Standard hole only included with XXXX2000 series.
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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