
 

Flame Retardant Material 

Secondary                             
Dimensions (Inches) 

VA Rating 
L W H MC 

L002 2.4VA  

Parallel                                         

from 5V to 60V 

 

Series, single & center-tapped      

from 10V to 120V 

1.45 1.40 1.19 1.75 

L006 6VA 1.70 1.50 1.38 2.00 

L012 12VA 1.95 1.64 1.62 2.38 

L020 20VA 2.32 1.60 1.94 2.81 

L030 30VA 2.32 2.00 1.94 2.81 

L040 40VA 2.70 1.95 2.25 3.12 

L050 50VA 2.70 2.13 2.25 3.12 

L056 56VA 2.70 2.13 2.25 3.12 

L075 75VA 3.08 2.25 2.56 3.56 

L100 100VA 3.08 2.50 2.56 3.56 

 Flame Retardant, UL 94V0 Rating  

 High Efficiency 

 2.4VA to 100VA Power Rating 

 Single or Dual Primary, 115V, 115/230V or 230V                                             
(Optional 120, 120/240, 240, 277, or 240/277V) 

 50/60Hz (Economy 60Hz-only Models Available) 

 Center-tapped Secondary (Optional Single or Dual) 

 Any Secondary Voltage from 5V to 120V in 1V Increments 

 Insulation Material 130oC Standard (Optional 200oC)  

 Optional Internal Current or Thermal Protector 

 High Isolation, 2500 Vrms, 100% Tested 

 Low Capacitive Coupling, no Electrostatic Shield Needed 

 Color Coded Hook-up Wires 

Commander Class 

Agency Approvals: 

 UL/cUL 5085-2 Recognized (File E47299) 

 UL 1446 Recognized Insulation system (File E95662) 

 UL/cUL 5085-3 Class 2 Recognized (File E43609), Only L002 (up to 24V) 
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Primary Schematics 

Single Input                               

(Specify 115V or 

120V) 

Single Input           

(277V) 

Tapped Input 

WHT=COM                  

BRN=240V             

VIO=277V 

Series/Parallel Input 

(Specify 115/230V 

or 120/240V) 

Single Input                               

(Specify 230V or 

240V) 

Secondary Schematics 

Single Output Center-Tapped 

Output 

Series/Parallel 

Output 



 

Part Number   

115V            

Primary 

 115/230V     

Primary 
Secondary  

230V                    

Primary 

L002-1-520X* L002-2-520X* 20VCT @ 120mA L002-3-520X* 

L006-1-520X L006-2-520X 20VCT @ 300mA L006-3-520X 

L012-1-520X L012-2-520X 20VCT @ 600mA L012-3-520X 

L020-1-520X L020-2-520X 20VCT @ 1.0A L020-3-520X 

L030-1-520X L030-2-520X 20VCT @ 1.50A L030-3-520X 

L040-1-520X L040-2-520X 20VCT @ 2.0A L040-3-520X 

L050-1-520X L050-2-520X 20VCT @ 2.5A L050-3-520X 

L056-1-520X L056-2-520X 20VCT @ 2.8A L056-3-520X 

L075-1-520X L075-2-520X 20VCT @ 3.8A L075-3-520X 

L100-1-520X L100-2-520X 20VCT @ 5.0A L100-3-520X 

L002-1-524X* L002-2-524X* 24VCT @ 100mA L002-3-524X* 

L006-1-524X L006-2-524X 24VCT @ 250mA L006-3-524X 

L012-1-524X L012-2-524X 24VCT @ 500mA L012-3-524X 

L020-1-524X L020-2-524X 24VCT @ 800mA L020-3-524X 

L030-1-524X L030-2-524X 24VCT @ 1.25A L030-3-524X 

L040-1-524X L040-2-524X 24VCT @ 1.6A L040-3-524X 

L050-1-524X L050-2-524X 24VCT @ 2.0A L050-3-524X 

L056-1-524X L056-2-524X 24VCT @ 2.3A L056-3-524X 

L075-1-524X L075-2-524X 24VCT @ 3.1A L075-3-524X 

L100-1-524X L100-2-524X 24VCT @ 4.0A L100-3-524X 

L002-1-528X L002-2-528X 28VCT @ 85mA L002-3-528X 

L006-1-528X L006-2-528X 28VCT @ 200mA L006-3-528X 

L012-1-528X L012-2-528X 28VCT @ 420mA L012-3-528X 

L020-1-528X L020-2-528X 28VCT @ 700mA L020-3-528X 

L030-1-528X L030-2-528X 28VCT @ 1.0A L030-3-528X 

L040-1-528X L040-2-528X 28VCT @ 1.4A L040-3-528X 

L050-1-528X L050-2-528X 28VCT @ 1.8A L050-3-528X 

L056-1-528X L056-2-528X 28VCT @ 2.0A L056-3-528X 

L075-1-528X L075-2-528X 28VCT @ 2.7A L075-3-528X 

L100-1-528X L100-2-528X 28VCT @ 3.6A L100-3-528X 

Partial Selection Guide (Standard Stock) 

Part Number   

115V           

Primary 

 115/230V        

Primary 
Secondary 

230V                   

Primary 

L002-1-510X* L002-2-510X* 10VCT @ 250mA L002-3-510X* 

L006-1-510X L006-2-510X 10VCT @ 600mA L006-3-510X 

L012-1-510X L012-2-510X 10VCT @ 1.2A L012-3-510X 

L020-1-510X L020-2-510X 10VCT @ 2.0A L020-3-510X 

L030-1-510X L030-2-510X 10VCT @ 3.0A L030-3-510X 

L040-1-510X L040-2-510X 10VCT @ 4.0A L040-3-510X 

L050-1-510X L050-2-510X 10VCT @ 5.0A L050-3-510X 

L056-1-510X L056-2-510X 10VCT @ 5.6A L056-3-510X 

L075-1-510X L075-2-510X 10VCT @ 7.5A L075-3-510X 

L100-1-510X L100-2-510X 10VCT @ 10A L100-3-510X 

L002-1-512X* L002-2-512X* 12.6VCT @ 200mA L002-3-512X* 

L006-1-512X L006-2-512X 12.6VCT @ 500mA L006-3-512X 

L012-1-512X L012-2-512X 12.6VCT @ 1.0A L012-3-512X 

L020-1-512X L020-2-512X 12.6VCT @ 1.6A L020-3-512X 

L030-1-512X L030-2-512X 12.6VCT @ 2.5A L030-3-512X 

L040-1-512X L040-2-512X 12.6VCT @ 3.2A L040-3-512X 

L050-1-512X L050-2-512X 12.6VCT @ 4.0A L050-3-512X 

L056-1-512X L056-2-512X 12.6VCT @ 4.4A L056-3-512X 

L075-1-512X L075-2-512X 12.6VCT @ 6.0A L075-3-512X 

L100-1-512X L100-2-512X 12.6VCT @ 8.0A L100-3-512X 

L002-1-516X* L002-2-516X* 16VCT @ 150mA L002-3-516X* 

L006-1-516X L006-2-516X 16VCT @ 400mA L006-3-516X 

L012-1-516X L012-2-516X 16VCT @ 800mA L012-3-516X 

L020-1-516X L020-2-516X 16VCT @ 1.25A L020-3-516X 

L030-1-516X L030-2-516X 16VCT @ 2.0A L030-3-516X 

L040-1-516X L040-2-516X 16VCT @ 2.5A L040-3-516X 

L050-1-516X L050-2-516X 16VCT @ 3.2A L050-3-516X 

L056-1-516X L056-2-516X 16VCT @ 3.5A L056-3-516X 

L075-1-516X L075-2-516X 16VCT @ 5.0A L075-3-516X 

L100-1-516X L100-2-516X 16VCT @ 6.25A L100-3-516X 
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Models marked with * are also UL 5085-3 Class 2 recognized (see Page 22) 

Commander Class  



 

Partial Selection Guide (Standard Stock) 

Over 159,000 additional Commander Class model  configurations available! 

Refer to the Part Numbering Scheme on the next page to configure your own part with following options: 

 Primary: 120V, 120/240V, 240V, 277V, or 240/277V                                                      

 Secondary: 5V to 120V, in 1V increments                                           

 Frequency: 50/60Hz, or economy 60Hz-only 
 

 With or without current or thermal protector(s) 

 Temperature Class: 130C, or 200C 

Part Number   

115V           

Primary 

 115/230V        

Primary 
Secondary 

230V                   

Primary 

L002-1-536X L002-2-536X 36VCT @ 65mA L002-3-536X 

L006-1-536X L006-2-536X 36VCT @ 170mA L006-3-536X 

L012-1-536X L012-2-536X 36VCT @ 350mA L012-3-536X 

L020-1-536X L020-2-536X 36VCT @ 600mA L020-3-536X 

L030-1-536X L030-2-536X 36VCT @ 850mA L030-3-536X 

L040-1-536X L040-2-536X 36VCT @ 1.0A L040-3-536X 

L050-1-536X L050-2-536X 36VCT @ 1.4A L050-3-536X 

L056-1-536X L056-2-536X 36VCT @ 1.6A L056-3-536X 

L075-1-536X L075-2-536X 36VCT @ 2.0A L075-3-536X 

L100-1-536X L100-2-536X 36VCT @ 2.8A L100-3-536X 

L002-1-548X L002-2-548X 48VCT @ 50mA L002-3-548X 

L006-1-548X L006-2-548X 48VCT @ 125mA L006-3-548X 

L012-1-548X L012-2-548X 48VCT @ 250mA L012-3-548X 

L020-1-548X L020-2-548X 48VCT @ 400mA L020-3-548X 

L030-1-548X L030-2-548X 48VCT @ 630mA L030-3-548X 

L040-1-548X L040-2-548X 48VCT @ 800mA L040-3-548X 

L050-1-548X L050-2-548X 48VCT @ 1.0A L050-3-548X 

L056-1-548X L056-2-548X 48VCT @ 1.2A L056-3-548X 

L075-1-548X L075-2-548X 48VCT @ 1.6A L075-3-548X 

L100-1-548X L100-2-548X 48VCT @ 2.0A L100-3-548X 
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Commander Class (continued) 

Part Number   

115V           

Primary 

 115/230V        

Primary 
Secondary 

230V                   

Primary 

L002-1-556X L002-2-556X 56VCT @ 45mA L002-3-556X 

L006-1-556X L006-2-556X 56VCT @ 100mA L006-3-556X 

L012-1-556X L012-2-556X 56VCT @ 220mA L012-3-556X 

L020-1-556X L020-2-556X 56VCT @ 400mA L020-3-556X 

L030-1-556X L030-2-556X 56VCT @ 540mA L030-3-556X 

L040-1-556X L040-2-556X 56VCT @ 700mA L040-3-556X 

L050-1-556X L050-2-556X 56VCT @ 900mA L050-3-556X 

L056-1-556X L056-2-556X 56VCT @ 1.0A L056-3-556X 

L075-1-556X L075-2-556X 56VCT @ 1.3A L075-3-556X 

L100-1-556X L100-2-556X 56VCT @ 1.8A L100-3-556X 

L002-1-620X L002-2-620X 120VCT @ 20mA L002-3-620X 

L006-1-620X L006-2-620X 120VCT @ 50mA L006-3-620X 

L012-1-620X L012-2-620X 120VCT @ 100mA L012-3-620X 

L020-1-620X L020-2-620X 120VCT @ 200mA L020-3-620X 

L030-1-620X L030-2-620X 120VCT @ 250mA L030-3-620X 

L040-1-620X L040-2-620X 120VCT @ 300mA L040-3-620X 

L050-1-620X L050-2-620X 120VCT @ 400mA L050-3-620X 

L056-1-620X L056-2-620X 120VCT @ 500mA L056-3-620X 

L075-1-620X L075-2-620X 120VCT @ 600mA L075-3-620X 

L100-1-620X L100-2-620X 120VCT @ 850mA L100-3-620X 



 

  LXXX -X X XXX X XXXX 

Frame Mount with Lead Wires  

           
Rating: 
               

                L002 = 2.4VA, models up to 24V are also Class 2 (see Page 22)                                

                L006 = 6VA                                  L050 = 50VA 

                L012 = 12VA                                L056 = 56VA 

                L020 = 20VA                                L075 = 75VA    

                L030 = 30VA                                L100 = 100VA 

                L040 = 40VA           
Primary  Voltages: 

               

                -1 =  120   

                -2 =  120/240  Dual (series / parallel)  

                -3 =  240 

                -4 =  277, unavailable on Class 2 models 

                -5 =  240/277 (tapped), unavailable on Class 2 models 
       

Optional Internal Protector: 

                - (dash) = No internal protector 

                A through Z = Over-current and/or over-temperature protection 
                                       (Contact for list of available protectors) 

     
Secondary Voltages (10 through 120, in 1V Increments): 

                010 through 120 = Dual Secondary (series / parallel)                                                                                                                            
Number represents the voltage of the series connection. Example: “024” = 12V (parallel) / 24V (series)  

                510 through 620 =  Center-tapped Secondary                                                                                                                 
Number represents the total voltage plus 500. Example: “524” = 24V with center-tap (12V on each side) 

                710 through 820 = Single Secondary                                                                                                                                    
Number represents the voltage plus 700. Example: “724” = 24V  

   
 Indication of Adjustment in Primary Voltage: 

Blank = 120V, 120/240V or 240V, as selected above 

                X = Primary 115V instead of 120 and/or 230V instead of 240V 

Frequency: 

                Blank = 50/60Hz 

                -60HZ = Economy 60Hz-only 

 
 

Examples: 

L075-2A724X = 75VA, Dual 115/230V (series/parallel) Primary, 50/60Hz, 130C thermal cutoff, Single 24V  Secondary 
 

Commander Class Class 2 
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Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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