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Overview 

The Digilent myProto accessory board for NI myDAQ attaches directly to the myDAQ and brings all myDAQ signals 
to breadboard connections where they can be easily accessed using simple jumper wires. The myProto also 
includes several additional useful I/O devices. Signal names on the myProto breadboards indicate which myDAQ 
signals and onboard devices are attached to which breadboard pins. All Ground connections on the myProto 
breadboards are connected into a single Ground node on the myProto device. 

 
 

The Digilent myProto board. 

 
 

 Solderless Breadboard 

 All myDAQ signals accessible from breadboards 

 3 onboard user LEDs 

 1 10K Potentiometer 

 2 Audio Jacks 

 External power connector for breadboard 
circuits 

 Switches on all power supplies 
 

Pin Function Pin Function Pin Function 

AJ1 S1  Audio Jack 1 Sleeve  AJ2 T2  Audio Jack 2 Tip  AO 1  Analog Out Pin 1  

AJ1 T1  Audio Jack 1 Tip  AJ2 R2  Audio Jack 2 Ring  AI0 GND  Analog In Ground  

AJ1 R1  Audio Jack 1 Ring  PWR 5V  myDAQ +5V supply  AI0 0+  Analog In Ch0+  

PWR +15V  myDAQ +15V 
supply  

PWR GND  Ground  AI0 0-  Analog In Ch0-  

PWR -15V  myDAQ -15V supply  PWR Vext  From Vext Jack  AI1 GND  Analog In Ground  

PWR GND  Ground  AO GND  Ground  AI1 1+  Analog In Ch1+  

AJ2 S2  Audio Jack 2 Sleeve  AO 0  Analog Out Pin 0  AI1 1-  Analog In Ch1-  

DIG GND  Digital GND  DIG DIO4  Digital I/O 4  LED Y  Yellow LED  

DIG DIO0  Digital I/O 0  DIG DIO5  Digital I/O 5  LED R  Red LED  

DIG DIO1  Digital I/O 1  DIG DIO6  Digital I/O 6  Pot CCW  Pot Counter-CW  

DIG DIO2  Digital I/O 2  DIG DIO7  Digital I/O 7  Pot Wiper  Pot Wiper  

DIG DIO3  Digital I/O 3  LED G  Green LED  Pot CW  Pot CW  

Table 1. Digilent myProto signals. 



myProto™ Reference Manual  
 

Copyright Digilent, Inc. All rights reserved. 
Other product and company names mentioned may be trademarks of their respective owners. Page 2 of 2 
 

 

Figure 1. Connecting Digilent myProto to the NI myDAQ. 
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Figure 2. Digilent myProto circuits and breadboard device connections.  
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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