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Construction
Eject mechanism Steel, Stainless Steel Plate
Contacts material Copper alloy
Contacts plating Gold alloy inlay

Electrical data
Insulation resistance 1,000 MΩ min
Contact resistance max Max 100 mΩ
Current Min 10µA / Max 1A
Dielectric strength 500 Vrms min
Card detection switch Card insertion: 

After IC card's terminal is activated, the card 
detection switch indicates "off" more than 1m sec.
Card ejection:
When eject button is pushed, card detector is 
activated. Then required more than 10m sec delay 
time until contact is removed from IC card.

Rc Card detection switch Max 1 mΩ
Switch current rating Min 0.1mA / Max 10mA

Mechanical data
Number of Contacts 8
Mechanical Life 200,000 cycles
Card insertion force Max 10N
Card ejector button push force Max 12N 
Vibration Frequency 33Hz. Acceleration 6.8G 

(66.6m/s2) constant. 
Duration: vertical 8H, horizontal 
(left-right 2H) (forward-backward 2H). 
Max dielectric discontinuity 1 µ sec.

Sweep Vibration Frequency 10 to 200Hz, 
Acceleration 5G (50.0m/s2) 
constant, Logarithm sweep, sweep speed 
10-200-10Hz (15min) Number of sweeps, vertical 
8 cycles-2H, horizontal 

Shock Peak value 20 G - Duration 6m sec.   
3 shocks in each direction of each axis
Max electrical discontinuity 1 µ sec. 

Enviromental Data
Operating Temperature -30°C ~ 85°C

Packaging
Connectors are packaged on tray. 6 pieces per tray. Maximum of 30 trays per carton box.

Ordering Code

The CCMJ-014C-E with an ejector
mechanism and landing system opens
new opportunities for future on board
applications. It offers higher reliability,
durability, maximized space savings,
and easy installation.  Higher
performance in the most compact
design.

Main applications:

Designed for multiple applications 
as follows:

• Intelligent transportation system

• Electronic tool collection

• Electronic fund transfer

• Access control

• Identification

Main features:

• Landing Method, an ITT Cannon
patent, lifts the card to the contacts
with  a guaranteed connection and
minimal wiping.  The connector itself
is highly durable and protects the IC
card as well.  The card is fully inserted
into the connector.

• Smaller dimensions - A lower profile
card connector of 4 mm height
construction. 

• Data Security - The sequential delay
time for card extraction between
switch and contact is more than 
10m sec.

• Easy installation - no soldering is
necessary. Only a simple connection
of FFC interface cable to the user's
interface connector.

• Reads cards of the ISO standard
7816 (Full size smart card).

• Electromagnetic release version under
development.

CCM-J 

Part Number Ejector position N° of Contacts

CCMJ-14C-EL Left 8*

*ISO standard



Dimensions are shown in mm
Dimensions subject to change

www.ittcannon.com

CCM-J

Dimensional Drawings

Unless otherwise stated, tolerances are ± 0.10 mm 
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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