
Features
• 0.1 % dc accuracy

• 4-1⁄2 digit mode for precise measurements (20,000 counts)

• Measure up to 1000 V ac and dc

• Current measurements up to 10 A, 20 A for up to 30 seconds

• Built-in thermometer for temperature measurements when you
need them (temperature probe included)

• Resistance, continuity and diode test

• RPM measurements with inductive pickup (included)

• Millisecond pulse width measurements for fuel injectors

• Magnetic hanger to attach meter to the vehicle and free your
hands for other tasks

• Min/Max/Average recording with Min/Max Alert to capture 
variations automatically

• Peak Min/Max to record transients as fast as 250 µs

• Relative mode to remove test lead resistance from low 
ohms measurements

• Auto and manual ranging for maximum flexibility

• Autohold™ to capture stable readings with only one touch of
the leads

• Large display digits and two-level bright white backlight for
increased visibility

• Analog bargraph to track changing or unstable signals

• Input Alert provides audible warning against wrong use of
input jacks

• Access door for fast battery changes without opening up the
case

• “Classic” design that fits your hand with new removable 
holster, built-in test lead and probe storage

• 10 meg ohm input impedance won’t damage computer circuits

• Limited lifetime warranty on meter, 1 year on accessories

Basic Accuracy (± % of reading)

Function Range Accuracy Best Resolution

DC Voltage 600 mV to 1000 V 0.1 % 0.01 mV

AC Voltage 600 mV to 1000 V 0.5 % 0.01 mV

DC Current 60 mA to 10 A 0.4 % 0.001 mA

AC Current 60 mA to 10 A 1.2 % 0.001 mA

Ohms 600 Ω to 50 MΩ 0.4 % 0.01 Ω

Frequency 199.99 Hz to 199.99 kHz 0.005 % 0.01 Hz

88 Series V/A Automotive
Meter Combo Kit

The Fluke 88V/A Kit is a complete automotive
diagnostic package. It offers virtually every-
thing you need in an automotive multimeter.
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Specifications

Lifetime
Warranty

Limited

Powerful magnet holds meter to most steel surfaces



Ordering information
Fluke-88-V/A Automotive Meter

Combo Kit

88V/A Automotive Meter
Combo Kit Includes
• 88V Automotive Multimeter

• TL224 1.5 m long heat resistant sili-
cone test leads

• TP220 removeable test probes to
correctly measure corroded terminals

• AC285 Alligator Clips

• TPAK Magnetic Hanger to position
and hold meter to steel surfaces

• 80BK Temperature Probe

• RPM80 Inductive Pick-Up Probe

• 2 Automotive Back Probe Pins

• Insulation Piercing Probe

• C800 Durable Carrying Case
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Optional accessories
Model Description
TLK281 SureGrip™ Automotive Test Lead Kit Complete set of test and measurement accessories designed 

especially for automotive specialists. 
TLK282 SureGrip™ Deluxe Automotive Everything you can find in the TLK281 Automotive Test 

Test Lead Kit Lead Kit, plus a few extras.
TP81 & TP82 Insulation Piercing Probes Set of stainless steel probe pierces insulation on 14, 16 and 

18 gauge wire. Essential for use under hood or under dash.  
Use it on fuel injectors or sensors while providing complete 
insulation to grounding due to design. 

TP40 Automotive Back Probe Pins Set of five flexible and formable 1-1/4 inch pin provides an 
easy connection past weather pack seals to connector 
conductors. A must-have for  fuel injectors, TPS and MAP 
sensors, as well as for any underhood or under vehicle 
connector with weather pack seals.  

TP88 Rigid Back Probe Pins Set of one red and on black two inch long rigid back probe 
pins easily pass between the weather pack seal and wire. 
A sharp point ensures good contact to the electrical 
connector, and the pin’s insulation protects it from shorting 
to other wires.  

TP84 Oxygen Sensor Insulation Piercing 12 inch long piercing probe extends your reach into a hot 
Probes engine. Foot-long probe keeps your hands away from the 

exhaust manifold. 
PV350 Pressure Vacuum Transducer Use your general purpose meter to read compression, static 

or running, as well as air pressure, engine vacuum, 
transmission pressures as well as fuel pressure.
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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