
RoHS Compliant

Features
• SMD small & thin package
• Wide capacitance range
• Washable and non−washable types available
• Plus slot (+) suitable for auto−adjustment

Applications
• AV Equipment
• Cellular Phone
• Cordless Phone
• TCXO
• Keyless Entry

How to Order
CTZ3 S - 05 A - W 1 - P F
① ② ③ ④ ⑤ ⑥ ⑦ ⑧

① Series

CTZ3 CTZ3 Series
CTZ2 CTZ2 Series

② Type

S Reflow non washable type
E Reflow washable type

③ Maximum Capacitance

03 3pF 30 30pF
05 5pF 40 40pF
10 10pF 50 50pF
20 20pF

④ Temperature Coefficient (ppm/ °C) 

A NPO±500
C N750±500

B N400±500

⑤ Packaging

W W Direction Taping
X X Direction Taping
B Bulk

⑥ Taping Quantity (Unit: pcs.) 

1 1,000 CTZ3 Series
2 2,000 CTZ2 Series

⑦ Pin Head Type

P Plus Slot

⑧ Lead Specification

F Lead Forming Type
 (CTZ3 type) 

∗ ⑧ is denoted by space for CTZ2 series.

Specifications

Part No.

Capacitance (pF) Q
1±0.1
(MHz)

Temperature
Coefficient
(ppm/ °C)C max. C min.

CTZ2
S/ E

03A 3 +100% 
−0% 2.0 max. ≥150 NPO±500

05A 5 +100% 
−0% 3.0 max. ≥150 NPO±500

10A 10 +100% 
−0% 3.0 max. ≥150 NPO±500

20C 20 +100% 
−0% 5.5 max. ≥150 N750±500

CTZ3
S/ E

03A 3 +100% 
−0% 1.0 max. ≥300 NPO±500

05A 5 +100% 
−0% 1.5 max. ≥300 NPO±500

10A 10 +100% 
−0% 2.5 max. ≥300 NPO±500

10B 10 +100% 
−0% 1.5 max. ≥300 N400±500

20C 20 +100% 
−0% 4.5 max. ≥300 N750±500

30C 30 +100% 
−0% 4.5 max. ≥300 N750±500

40C 40 +100% 
−0% 4.5 max. ≥300 N750±500

50C 50 +100% 
−0% 4.5 max. ≥200 N750±500

Series
Rated

Voltage
(V•DC)

Temperature
Range

(°C)

Insulation
Resistance

(MΩ)

Torque
(g•cm)

CTZ2S/ E 25 −40 to +85 ≥104 10 to 150
CTZ3S/ E 25 −40 to +85 ≥104 10 to 150

Series Dimensions (Unit: mm) Recommended Land Pattern
(Unit: mm)

CTZ2 Series
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CTZ3 Series
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Trimmer Capacitors
CTZ2, CTZ3 Series



Trimmer Capacitors
CTZ2, CTZ3 Series

Frequency Characteristics
CTZ2-03A-P CTZ2-10A-P CTZ2-20C-P

10000

1000

100

0 1000800600
Frequency (MHz)

Q

Q

C

Q

C

Q

C
C

ap
ac

ita
nc

e 
(p

F)

400200

10

1

9

4

5

6

7

8

3

2

1

0

1000

100

10

0 800600
Frequency (MHz)

Q

400200
1

35

10

15

20

25

30

5

0

C
ap

ac
ita

nc
e 

(p
F)

1000

100

10

0 800600
Frequency (MHz)

Q

400200
1

60

10

20

30

40

50

0

C
ap

ac
ita

nc
e 

(p
F)

CTZ3-03A-PF CTZ3-10A-PF CTZ3-20C-PF
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Tape & Reel

Direction of feed
W Direction Standard

X Direction Option
Direction of feed

•  Tape Loading
W Direction — Standard
X  Direction — Option

 (Unit: mm) 

A B C D E W1 W2

CTZ2 Series (2,000 pcs.)
180 +0.0 

−3.0 60.0 +1.0 
−0.0 13.0±0.2 21.0±0.8 2.0±0.5 13.0±0.3 15.4±1.0

CTZ3 Series (1,000 pcs.)

E
Dφ

Cφ

A

B

W1

W2

• Reel • Carrier Tape  (Unit: mm) 

CTZ2 Series CTZ3 Series

A 2.7±0.1 3.35±0.1

B 3.2±0.1 4.6 +0.2 
−0.0

W 12.0±0.3 12.0±0.3

F 5.5±0.05 5.5±0.05

E 1.75±0.1 1.75±0.1

P0 4.0±0.1 4.0±0.1

P1 4.0±0.1 8.0±0.1

P2 2.0±0.05 2.0±0.05

φD0 1.5 +0.1 
−0.0 1.5 +0.1 

−0.0

t1 0.3±0.1 0.3±0.1

t2 1.9±0.1 2.5±0.1

t3 1.3 +0.15 
−0.0 2.0±0.1

t4 0.3±0.1 0.3±0.05

C 2.06±0.1 2.7±0.1



Trimmer Capacitors

PCB Mounting
•  When our recommended landpattern is not used, please check 

mounting alignment.
•  When mounting on PCB, please do not apply pressure to trimmer 

capacitors over 500g.f.

Soldering
• When using soldering iron, adjust iron tip to 280°C max.

• Please find below recommended solder profile.
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・Peak: 250 C Over 10 sec. max.

・Preheat: 160 190 C 120 sec.

・220°C Over 60 sec. max.

Storage Conditions
1)  Do not store components in corrosive condition such as chloric or 

sulfuric environment.
2)  Components before use should be stored under the condition with 

temperature of 5 to 40 degrees Celsius and humidity of 20 to 70% 
RH.

3)  It is recommended to use components within 6 months of incoming.
4)  Do not open the minimal package until right before the use.
5)  Do not store components under direct sunlight or dewy 

environment.

Screwdrivers
Please use proper screwdriver for adjustment of the capacitor.
Kyocera can supply suitable ceramic type screwdrivers specially 
designed for the use of CTZ series. Please contact your local AVX 
office for the details.

CTZ3
Pin Head
⊕: CTZ3 Phillips-head (Plus) Ceramic Screwdriver

CTZ2
Pin Head
⊕: CTZ2 Phillips-head (Plus) Ceramic Screwdriver
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Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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