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Big Digit LCD display in rugged housing
With choice of stick or cabled pH Electrode

Waterproof Palm pH™ Meter

Features:
• Large LCD displays pH or mV and Temperature simultaneously

• Microprocessor provides for Automatic Buffer recognition

• Memory stores 25 readings

• Automatic Temperature Compensation 
via Pt-100 sensor built into electrode   

• Unit is completely waterproof when electrode
is connected to the meter

• Low Battery indicator and Auto Power off 

• Rugged design for handheld or wall mount (magnetic back)

• Specifically designed for fast response measurement

• Complete with waterproof meter, pH electrode, protective 
holster, pH 4 & 7 buffers (1 pouch ea.), and 9V battery

• Select PH220-C Kit to include ATC pH polycarbonate electrode
(12mm diameter) with 39" (1m) cable

• Select PH220-S Kit to include ATC pH stick type polycarbonate
electrode (12mm diameter) for direct connection to meter

Ordering Information:
PH220-C ..............Waterproof Palm pH Meter with cabled pH electrode
PH220-S ..............Waterproof Palm pH Meter with stick pH electrode
6015WC ..............Waterproof pH electrode with cable for Palm pH Meter
6012WS ..............Waterproof stick type pH electrode for Palm pH Meter
PH103 ..................Tripak buffer pouches (6ea. 4, 7, 10pH, 2 Rinse solution)
650470 ................Tripak buffer capsules (3 vials - 10ea. of 4, 7, 10pH)

Specifications Model PH220-C Model PH220-S
Type Cabled pH Electrode Stick pH Electrode
pH 0.00 to 14.00pH
mV -999 to 999mV
Temperature 32 to 212°F (0 to 99.9°C)
Resolution 0.01pH,1mV, 0.1°
Accuracy ±0.01pH, ±2mV, ±0.8°F/±0.5°C
Dimensions 4.4 x 3.1 x 1.5" (111 x 79 x 39mm)
Weight 9.2oz (260g)

PH220-C includes pH electrode with 39" (1m) cable

6012WS stick pH electrode (4-pin connector)
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Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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