
TECHNICAL DATA 
 

 

 
 

 
 

2011, January, ver.01 

 
Timing Circuit 

 
The IN556N/D monolithic  timing circuit is a highly 

stable controller capable of producing accurate time 
delays, or oscillation. 

 
• Timing From Microseconds Through Hours 
• Operates in Both Astable and Monostable Modes 
• High Current Output Can Source or Sink 200 mA 
 

IN556 

 

 
 

ORDERING INFORMATION 
IN556N Plastic 
IN556D SOIC 

TA = -10° to 70° C for  
all packages 

 

LOGIC DIAGRAM 
 

 

PIN ASSIGNMENT 
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MAXIMUM RATINGS* 

Symbol Parameter Value Unit 
VCC Supply Voltage 18 V 
Tstg Storage Temperature -60 to +85 °C 

* Stresses beyond those listed under “absolute maximum ratings” may cause permanent damage to the device.  
These are stress ratings only and functional operation of the device at these or any other conditions beyond those indicated  
under “recommended operating conditions” is not implied. 
Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability. 
 

RECOMMENDED OPERATING CONDITIONS 
Symbol Parameter Min Max Unit 

VCC Supply Voltage 4.5 16 V 
TA Operating Temperature, All Package Types -10 +70 °C 

 
ELECTRICAL CHARACTERISTICS(TA =+25°C) 
 

Symbol Parameter Test Conditions Guaranteed Limits Unit 
   Min Max  

ICC Supply Current VCC=5.0 V, RL =∞ 
VCC=15 V, RL=∞ 

 12 
30 

mA 

 Timing Error R=1.0 kΩ to 100 kΩ 
Initial Accuracy C = 0.1 µF 
VCC=5.0 V and VCC=15 V 

 4 % 

Vth Threshold Voltage VCC=5.0 V 
VCC=15 V 

2.6 
9 

4.0 
11 

V 

VT Trigger Voltage VCC=5.0 V  
VCC=15 V 

1.1 
4.5 

2.2 
5.6 

V 

IT Trigger Current V06,08 =0 V, VCC=15 V  -2 µA 
VR Reset Voltage VCC=15 V 0.4 1.0 V 
IR Reset Current V04,10 =0 V, VCC=15 V  -0.6 mA 
Ith Threshold Current (Note 1) V02,12 =10 V, VCC=15 V  0.25 µA 
Idis Discharge Leakage Current VCC=15 V, V01,13 =15 V  100 nA 

VREF Control Voltage Level VCC=15 V  
VCC=5.0 V 

9.0 
2.6 

11 
4.0 

V 

VOL Output Voltage Low (VCC=15 V) 
Isink=10 mA,  
Isink=50 mA,  
Isink=100 mA,  
VCC=5.0 V, Isink=5.0 mA 

  
0.25 
0.75 
2.3 
0.35 

V 

VOH Output Voltage High Isource=200 mA,VCC=15 V 
Isource=100 mA, VCC=15 V  
Isource=100 mA, VCC=5.0 V 

12 
12.75 
2.75 

 V 

tOLH Rise Time of Output VCC=15 V  300 ns 
tOHL Fall Time of Output VCC=15 V  300 ns 

Note 1. This will determine the maximum value of RA + RB for 15 V operation.  
The maximum total R=20 MΩ. 
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N SUFFIX PLASTIC DIP
(MS - 001AA)

Symbol MIN MAX

A 18.67 19.69

B 6.1 7.11

C 5.33

D 0.36 0.56

F 1.14 1.78

G

H

J 0° 10°

K 2.92 3.81

NOTES: L 7.62 8.26

1.     Dimensions “A”, “B” do not include mold flash or protrusions. M 0.2 0.36

   Maximum mold flash or protrusions 0.25 mm (0.010) per side. N 0.38

D SUFFIX SOIC
(MS - 012AB)

Symbol MIN MAX

A 8.55 8.75

B 3.8 4

C 1.35 1.75

D 0.33 0.51

F 0.4 1.27

G

H

J 0° 8°

NOTES: K 0.1 0.25

1.     Dimensions A and B do not include mold flash or protrusion. M 0.19 0.25

2.     Maximum mold flash or protrusion 0.15 mm (0.006) per side P 5.8 6.2

     for A; for B ‑ 0.25 mm (0.010) per side. R 0.25 0.5

Dimension, mm

1.27

5.27

2.54

7.62

Dimension, mm

A

BH

C

K

C M
J F

M

P

G

D

R x 45

SEATING
PLANE

0.25 (0.010) M    T

-T-

1

14

7

8

A

B

F

G
D

L

H

SEATING
PLANE

N

K

0.25 (0.010) M    T

M J

-T-
C

1

14

7

8



 

Общество с ограниченной ответственностью  «МосЧип»   ИНН 7719860671 / КПП 771901001                                                                                                                                                     
Адрес: 105318, г.Москва, ул.Щербаковская д.3, офис 1107 

                                        

Данный компонент на территории Российской Федерации 

Вы можете приобрести в компании MosChip. 

    

   Для оперативного оформления запроса Вам необходимо перейти по данной ссылке: 

      http://moschip.ru/get-element 

   Вы  можете разместить у нас заказ  для любого Вашего  проекта, будь то 
серийное    производство  или  разработка единичного прибора.   
 
В нашем ассортименте представлены ведущие мировые производители активных и 
пассивных электронных компонентов.   
 
Нашей специализацией является поставка электронной компонентной базы 
двойного назначения, продукции таких производителей как XILINX, Intel 
(ex.ALTERA), Vicor, Microchip, Texas Instruments, Analog Devices, Mini-Circuits, 
Amphenol, Glenair. 
 
Сотрудничество с глобальными дистрибьюторами электронных компонентов, 
предоставляет возможность заказывать и получать с международных складов 
практически любой перечень компонентов в оптимальные для Вас сроки. 
 
На всех этапах разработки и производства наши партнеры могут получить 
квалифицированную поддержку опытных инженеров. 
 
Система менеджмента качества компании отвечает требованиям в соответствии с  
ГОСТ Р ИСО 9001, ГОСТ РВ 0015-002 и ЭС РД 009 
 
 

      

            Офис по работе с юридическими лицами: 
 

105318, г.Москва,  ул.Щербаковская д.3, офис 1107, 1118, ДЦ «Щербаковский» 
 
Телефон: +7 495 668-12-70 (многоканальный) 
 
Факс: +7 495 668-12-70 (доб.304) 
 
E-mail: info@moschip.ru 
 
Skype отдела продаж: 
moschip.ru 
moschip.ru_4 
              

moschip.ru_6 
moschip.ru_9 
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